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This Asset Management Program was prepared by: 

Empowering your organization through advanced 
asset management, budgeting & GIS solutions 



Key Statistics 
   

Replacement cost of 
asset portfolio 

$100 million 

Percentage of assets in fair 
or better condition 

 

31% 

Annual capital 
infrastructure deficit 

$3.1 million 

Recommended timeframe 
for eliminating annual 
infrastructure deficit 

 

20 Years 
 

Proposed Level of 
Service 

Condition Good 
Lifecycle Activities 

Actual reinvestment 
rate 

0.90% 
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Executive Summary 
Municipal infrastructure provides the foundation for the economic, social, and 
environmental health and growth of a community through the delivery of critical 
services. The goal of asset management is to deliver an adequate level of service in 
the most cost-effective manner. This involves the development and implementation 
of asset management strategies and long-term financial planning.  

Scope 
This AMP identifies the current practices and strategies that are in place to manage 
public infrastructure and makes recommendations where they can be further 
refined. Through the implementation of sound asset management strategies, the 
Township can ensure that public infrastructure is managed to support the 
sustainable delivery of municipal services. 

This AMP include the following asset categories:  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Findings 
The Township of Ear Falls has infrastructure with an overall replacement cost $100 
million. 31% of all assets analysed are in fair or better condition and assessed 
condition data was available for 5% of assets. For the remaining 95% of assets, 

Asset Category 

With the development of this AMP the Township has achieved 
compliance with  O. Reg. 588/17 to the extent of the requirements that 
must be completed by July 1, 2025. 

 

Road Network 

Stormwater Network 

Wastewater Network 

Water Network 

 

Buildings  

Fleet 

Machinery & Equipment 

Land Improvements 
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assessed condition data was unavailable, and asset age was used to approximate 
condition – a data gap that persists in most municipalities. Generally, age misstates 
the true condition of assets, making assessments essential to accurate asset 
management planning, and a focus for the Township in the short-term.  

The development of a long-term, sustainable financial plan requires an analysis of 
whole lifecycle costs. To meet capital replacement and rehabilitation needs for 
existing infrastructure, prevent infrastructure backlogs, and achieve long-term 
sustainability, the Township’s average annual capital requirement totals $4 million.  

It is important to note that this AMP represents a snapshot in time and is based on 
the best available processes, data, and information at the Township. Strategic asset 
management planning is an ongoing and dynamic process that requires continuous 
improvement and dedicated resources. 

Recommendations 
Recommendations to guide continuous refinement of the Township’s asset 
management program. These include: 

• Review data to update and maintain a complete and accurate dataset 
• Develop a condition assessment strategy with a regular schedule  
• Review and refine replacement costs in Citywide database 
• Componentize the water and wastewater treatment facilities 
• Implement the proposed level of service of maintaining all lifecycle activities 

for all asset categories at a condition of good 
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Overview of Asset Management 
Municipalities are responsible for managing and maintaining a broad portfolio of 
infrastructure assets to deliver services to the community. The goal of asset 
management is to minimize the lifecycle costs of delivering infrastructure services, 
manage the associated risks, while maximizing the value ratepayers receive from 
the asset portfolio. 

Lifecycle costs can span decades, requiring planning and foresight to ensure 
financial responsibility is spread equitably across generations. An asset 
management plan is critical to this planning, and an essential element of broader 
asset management program. The industry-standard approach and sequence to 
developing a practical asset management program begins with a Strategic Plan, 
followed by an Asset Management Policy and an Asset Management Strategy, 
concluding with an Asset Management Plan (AMP).  

This industry standard, defined by the Institute of Asset Management (IAM), 
emphasizes the alignment between the corporate strategic plan and various asset 
management documents. The strategic plan has a direct, and cascading impact on 
asset management planning and reporting.  

1.1 Foundational Documents 
In the municipal sector ‘asset management strategy’ and ‘asset management plan’ 
are often used interchangeably. Other concepts such as ‘asset management 
framework’, ‘asset management system’, and ‘strategic asset management plan’ 
further add to the confusion; lack of consistency in the industry on the purpose and 
definition of these elements offers little clarity. To make a clear distinction between 
the policy, strategy, and the plan see the following sections for detailed descriptions 
of the document types. 

1.1.1 Strategic Plan 
The strategic plan has a direct, and cascading impact on asset management 
planning and reporting, making it a foundational element. Developing alignment 
with corporate goals and objectives through to service delivery and lifecycle 
management ensures the Town has line of sight to achieve their strategic 
objectives. 

1.1.2 Strategic Asset Management Policy 
An asset management policy represents a statement of the principles guiding the 
Township’s approach to asset management activities. It aligns with the 
organizational strategic plan and provides clear direction to municipal staff on their 
roles and responsibilities as part of the asset management program. 

The Township adopted a Strategic Asset Management Policy on June 18th, 2019 in 
accordance with Ontario Regulation 588/17. An updated policy was adopted by 
council in 2024. 

The objectives of this policy are as follows: 
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• Provide a consistent framework for implementing asset management 
throughout the organization.  

• Provide transparency and accountability and to demonstrate to stakeholders 
the legitimacy of decision-making processes which combine strategic plans, 
budgets, service levels, and risks. 

1.1.3 Asset Management Strategy 
An asset management strategy outlines the translation of organizational objectives 
into asset management objectives and provides a strategic overview of the 
activities required to meet these objectives. It provides greater detail than the 
policy on how the Township plans to achieve asset management objectives through 
planned activities and decision-making criteria. The Township’s Asset Management 
Policy contains many of the key components of an asset management strategy and 
may be expanded on in future revisions or as part of a separate strategic 
document. 

1.2 Ontario Regulation 588/17 
As part of the Infrastructure for Jobs and Prosperity Act, 2015, the Ontario 
government introduced Regulation 588/17 - Asset Management Planning for 
Municipal Infrastructure (O. Reg 588/17). Along with creating better performing 
organizations, more liveable and sustainable communities, the regulation is a key, 
mandated driver of asset management planning and reporting.  

It places substantial emphasis on current and proposed levels of service and the 
lifecycle costs incurred in delivering them. The diagram below outlines key reporting 
requirements under O. Reg 588/17 and the associated timelines. 

Requirement 2019 2022 2024 2025 
1. Strategic Asset Management Policy     
2. Asset Management Plans     

State of infrastructure for core assets     
State of infrastructure for all assets     
Current levels of service for core assets     
Current levels of service for all assets     
Proposed levels of service for all assets     
Lifecycle costs associated with current levels 
of service     

Lifecycle costs associated with proposed 
levels of service     

Growth impacts     

Financial strategy     
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1.3 Key Concepts in Asset Management 
Effective asset management integrates several key components, including lifecycle 
management, risk management, and levels of service. These concepts are applied 
throughout this asset management plan and are described below in greater detail. 

1.3.1 Asset Hierarchy and Data Classification 
Asset hierarchy illustrates the relationship between individual assets and their 
components, and a wider, more expansive network and system. How assets are 
grouped in a hierarchy structure can impact how data is interpreted. Key category 
details are summarized at the asset segment level.  

1.3.2 Deriving Replacement Costs 
There are a range of methods to determine the replacement cost of an asset, and 
some are more accurate and reliable than others.  This AMP relies on two 
methodologies: 

1. User-Defined Cost and Cost/Unit: Based on costs provided by municipal staff 
which could include average costs from recent contracts; data from engineering 
reports and assessments; staff estimates based on knowledge and experience 

2. Cost Inflation/CPI Tables: Historical cost of the asset is inflated based on 
Consumer Price Index or Non-Residential Building Construction Price Index 

User-defined costs based on reliable sources are a reasonably accurate and reliable 
way to determine asset replacement costs. Cost inflation is typically used in the 
absence of reliable replacement cost data. It is a reliable method for recently 
purchased and/or constructed assets where the total cost is reflective of the actual 
costs that the Township incurred. As assets age, and new products and 
technologies become available, cost inflation becomes a less reliable method. 

1.3.3 Estimated Useful Life & Service Life 
Remaining 

The estimated useful life (EUL) of an asset is the period over which the Township 
expects the asset to be available for use and remain in service before requiring 
replacement or disposal. The EUL for each asset in this AMP was assigned according 
to the knowledge and expertise of municipal staff and supplemented by existing 
industry standards when necessary.  

By using an asset’s in-service data and its EUL, the Township can determine the 
service life remaining (SLR) for each asset. Using condition data and the asset’s 
SLR, the Township can more accurately forecast when it will require replacement. 
The SLR is calculated as follows: 
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1.3.4 Reinvestment Rate 
As assets age and deteriorate, they require additional investment to maintain a 
state of good repair. The reinvestment of capital funds, through asset renewal or 
replacement, is necessary to sustain an adequate level of service. The reinvestment 
rate is a measurement of available or required funding relative to the total 
replacement cost. By comparing the actual vs. target reinvestment rate the Town 
can determine the extent of any existing funding gap. The reinvestment rate is 
calculated as follows: 

 

 

1.3.5 Deriving Asset Condition 
Accurate and reliable condition data helps to prevent premature and costly 
rehabilitation or replacement and ensures that lifecycle activities occur at the right 
time to maximize asset value and useful life. A condition assessment rating system 
provides a standardized descriptive framework that allows comparative 
benchmarking across the Township’s asset portfolio.  

The table below outlines the condition rating system used to determine asset 
condition. This rating system is aligned with the Canadian Infrastructure Report 
Card. When assessed condition data is not available, age and EUL are used to 
approximate asset condition. 

Condition Description Criteria Service Life 
Remaining (%) 

Very Good Fit for the 
future  

Well maintained, good condition, new 
or recently rehabilitated 80-100 

Good Adequate for 
now 

Acceptable, generally approaching 
mid-stage of expected service life 60-80 

Fair Requires 
attention  

Signs of deterioration, some 
elements exhibit significant 

deficiencies 
40-60 

Poor 

Increasing 
potential of 
affecting 
service 

Approaching end of service life, 
condition below standard, large 

portion of system exhibits significant 
deterioration 

20-40 

Very Poor 
Unfit for 
sustained 
service  

Near or beyond expected service life, 
widespread signs of advanced 

deterioration, some assets may be 
unusable 

0-20 
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The analysis is based on assessed condition data only as available. In the absence 
of assessed condition data, asset age is used as a proxy to determine asset 
condition. Appendix J: Condition Assessment Guidelines includes additional 
information on the role of asset condition data and provides basic guidelines for the 
development of a condition assessment program. 

1.3.6 Lifecycle Management Strategies  
The condition or performance of most assets will deteriorate over time. This process 
is affected by a range of factors including an asset’s characteristics, location, 
utilization, maintenance history and environment. Asset deterioration has a 
negative effect on the ability of an asset to fulfill its intended function, and may be 
characterized by increased cost, risk and even service disruption.  

To ensure that municipal assets are performing as expected and meeting the needs 
of customers, it is important to establish a lifecycle management strategy to 
proactively manage asset deterioration. 

There are several field intervention activities that are available to extend the life of 
an asset. These activities can be generally placed into one of three categories: 
maintenance, rehabilitation and replacement. The following table provides a 
description of each type of activity and the general difference in cost. 

Lifecycle 
Activity Description Example 

(Roads) Cost 

Maintenance Activities that prevent defects or 
deteriorations from occurring Crack Seal $ 

Rehabilitation/ 
Renewal 

Activities that rectify defects or 
deficiencies that are already 
present and may be affecting 

asset performance 

Mill & Re-
surface $$ 

Replacement/ 
Reconstruction 

Asset end-of-life activities that 
often involve the complete 

replacement of assets 

Full 
Reconstruction $$$ 

 
Depending on initial lifecycle management strategies, asset performance can be 
sustained through a combination of maintenance and rehabilitation, but at some 
point, replacement is required. Understanding what effect these activities will have 
on the lifecycle of an asset, and their cost, will enable staff to make better 
recommendations.  

The Township’s approach to lifecycle management is described within each asset 
category outlined in this AMP. Developing and implementing a proactive lifecycle 
strategy will help staff to determine which activities to perform on an asset and 
when they should be performed to maximize useful life at the lowest total cost of 
ownership.  

1.3.7 Risk Management Strategies  
Municipalities generally take a ‘worst-first’ approach to infrastructure spending. 
Rather than prioritizing assets based on their importance to service delivery, assets 
in the worst condition are fixed first, regardless of their criticality. However, not all 
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assets are created equal. Some are more important than others, and their failure or 
disrepair poses more risk to the community than that of others. For example, a 
road with a high volume of traffic that provides access to critical services poses a 
higher risk than a low volume rural road. By identifying the various impacts of asset 
failure and the likelihood that it will fail, risk management strategies can identify 
critical assets, and determine where maintenance efforts, and spending, should be 
focused. This AMP includes a high-level evaluation of asset risk and criticality 
through qualitative and quantitative methodologies.  

Qualitative Approach to Risk 
The qualitative risk assessment involves the documentation of risks to the delivery 
of services that the municipality faces given the current state of the infrastructure 
and asset management strategies. These risks can be understood as corporate level 
risks. 

Quantitative Approach to Risk 
Asset risk is defined using the following formula:  

 

The probability of failure relates to the likelihood that an asset will fail at a given 
time. The probability of failure focuses on two highly imperative impacts for risk 
assessment – structural and functional impacts. Structural impacts are related to 
the structural aspects of an asset such as load carrying capacity, condition, or 
breaks; whereas the functional impacts can include parameters, slope, traffic count, 
and other impacts that can affect the performance of an asset.  

The consequence of failure describes the overall effect that an asset’s failure will 
have on an organization’s asset management goals. Consequences of failure can 
range from non-eventful to impactful.  

Each asset has been assigned a probability of failure score and consequence of 
failure score based on available asset data. These risk scores can be used to 
prioritize maintenance, rehabilitation, and replacement strategies for critical assets. 

1.3.8 Climate Change 
Climate change can cause severe impacts on human and natural systems around 
the world. The effects of climate change include increasing temperatures, higher 
levels of precipitation, droughts, and extreme weather events. In 2019, Canada’s 
Changing Climate Report (CCCR 2019) was released by Environment and Climate 
Change Canada (ECCC).  
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The report revealed that between 1948 and 2016, the average temperature 
increase across Canada was 1.7°C; moreover, during this period, Northern Canada 
experienced a 2.3°C increase. The temperature increase in Canada has doubled 
that of the global average. If emissions are not significantly reduced, the 
temperature could increase by 6.3°C in Canada by the year 2100 compared to 2005 
levels. Observed precipitation changes in Canada include an increase of 
approximately 20% between 1948 and 2012.  

By the late 21st century, the projected increase could reach an additional 24%. 
During the summer months, some regions in Southern Canada are expected to 
experience periods of drought at a higher rate. Extreme weather events and climate 
conditions are more common across Canada. Recorded events include droughts, 
flooding, cold extremes, warm extremes, wildfires, and record minimum arctic sea 
ice extent. 

The changing climate poses a significant risk to the Canadian economy, society, 
environment, and infrastructure. Physical infrastructure is vulnerable to damage 
and increased wear when exposed to these extreme events and climate 
variabilities. Canadian municipalities are faced with the responsibility to protect 
their local economy, citizens, environment, and physical assets. To achieve the 
sustainable delivery of services, climate change considerations should be 
incorporated into asset management practices.  

1.3.9 Impacts of Growth 
The demand for infrastructure and services will change over time based on a 
combination of internal and external factors. Understanding the key drivers of 
growth and demand will allow the Township to plan for new infrastructure more 
effectively, and the upgrade or disposal of existing infrastructure. Increases or 
decreases in demand can affect what assets are needed and what level of service 
meets the needs of the community. 

As growth-related assets are constructed or acquired, they should be integrated 
into the Township’s asset management program. While the addition of residential 
units will add to the existing assessment base and offset some of the costs 
associated with growth, the Township will need to review the lifecycle costs of 
growth-related infrastructure and these costs should be considered in long-term 
funding strategies.  

1.3.10 Levels of Service  
A level of service (LOS) is a measure of what the Township is providing to the 
community and the nature and quality of that service. Within each asset category in 
this AMP, technical metrics and qualitative descriptions that measure both technical 
and community levels of service have been established and measured as data is 
available.  

These measures include a combination of those that have been outlined in O. Reg. 
588/17 in addition to performance measures identified by the Township as worth 
measuring and evaluating. The Township measures the level of service provided at 
two levels: Community Levels of Service, and Technical Levels of Service. 
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Community Levels of Service 
Community levels of service are a simple, plain language description or measure of 
the service that the community receives. For core asset categories (roads, water, 
wastewater, stormwater) the province, through O. Reg. 588/17, has provided 
qualitative descriptions that are required to be included in this AMP. For non-core 
asset categories, the Township has determined the qualitative descriptions that will 
be used to determine the community level of service provided. These descriptions 
can be found in the Levels of Service subsection within each asset category. 

Technical Levels of Service 
Technical levels of service are a measure of key technical attributes of the service 
being provided to the community. These include mostly quantitative measures and 
tend to reflect the impact of the Township’s asset management strategies on the 
physical condition of assets or the quality/capacity of the services they provide.  

For core asset categories (roads, water, wastewater, stormwater) the province, 
through O. Reg. 588/17, has provided technical metrics. 

Current and Proposed Levels of Service 
In developing an effective asset management plan, it is imperative to establish 
clear levels of service across key service areas to ensure the efficient and 
sustainable delivery of municipal services. The Township established current levels 
of service as well as proposed levels of service over a 10-year period, in accordance 
with O. Reg. 588/17. 

Proposed levels of service are realistic and achievable within the timeframe outlined 
by the Township. They were determined with consideration of a variety of 
community expectations, fiscal capacity, regulatory requirements, corporate goals, 
and long-term sustainability. The Township will identify a lifecycle management and 
financial strategy which will allow these targets to be achieved. 

Annual Review 
The annual review must address the municipality’s progress in implementing its 
asset management plan, any factors impeding the municipality’s ability to 
implement its asset management plan as well as a strategy to address any of the 
identified factors. 

Community Profile 
The Township of Ear Falls is a single tier municipality in the Kenora District located 
within Northwestern Ontario. The Township is approximately 100 kilometers 
northeast of Kenora and is situated on the banks of the English River, Lac Seul, 
Pakwash Lake and Wenesaga Lake.  

The Township was established in 1935 and the history of Ear Falls can be divided 
into several distinct eras. Before the Township was established, fur trading was 
popular within the region from 1680 to 1880. The development of railways and 
transportation networks occurred from 1880 to 1916. Furthermore, the 
establishment of mining operations and hydro power development occurred from 
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the 1920s to the present day. Finally, the construction of highway 105 helped 
introduce tourism within the area. 

The region is characterized by its rich history including its role in the fur trade era, 
development of mining and forestry industries, and its connection to the Patricia 
district’s gold development. The construction of the Lac Seul Dam and the presence 
of hydroelectric power generation facilities have been a significant part of Ear Falls' 
history. The Township is also surrounded by forests, lakes, and rivers, making it a 
popular destination for outdoor enthusiasts. 

Demand in the region is notably driven by a variety of resource-based industries 
such as logging, forestry, and mining. Tourism also plays a significant role, offering 
various outdoor recreational activities for the community. The Township’s strategic 
location between Vermillion Bay and Red Lake makes it a transportation and 
logistics hub for the surrounding region. 

 

Inventory & Cost 
 The Township’s inventory has an asset hierarchy of categories and segments as 
outlined below where the dark blue headings are the categories and the listings in 
grey are the segments. 

 

•Asphalt Roads
•Curbs & Gutters
•Gravel Roads
•Sidewalks
•Streetlights

Road 
Network

•Water Treatment
•Water Mains
•Hydrants
•Valves
•Water Service 
Connections

•Water Tower

Water 
Network

•Wastewater Treatment
•Wastewater Mains
•Wastewater Manholes
•Wastewater Service 
Connections

Wastewater 
Network

•Storm Mains
•Storm Manholes
•Catch Basins
•Culverts

Stormwater 
Network

•Animal Control
•General Government
•Health Services
•Recreation & Cultural 
Services

•Waste Disposal

Buildings

•General Government
•Cemetery
•Health Services
•Recreation & Cultural 
Services

Land 
Improve-
ments

•General Government
•Fire
•Recreation & Cultural 
Services

•Waste Management

Fleet

•General Government
•Fire
•Recreation & Cultural 
Services

•Health Services

Machinery 
& 
Equipment

Census Characteristic Township of Ear Falls Ontario 
Population 2021 924 14,223,942 
Population Change 2016-2021 -7.1% 5.8% 
Total Private Dwellings 506 5,929,250 
Population Density 2.7/km2 15.9/km2 
Land Area 336.69 km2 892,411.76 km2 
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1.4 State of the Infrastructure 
Asset Category Replacement Cost Asset Condition Service Trend 

Road Network $11,259,904 Very Poor 
(11%) 

 

Storm Water 
Network $3,908,619 Very Poor 

(19%) 
 

Buildings $24,383,724 Good (70%) 
 

Land Improvements $1,999,458 Poor (33%) 
 

Fleet $3,427,717 Good (65%) 
 

Machinery & 
Equipment $1,482,940 Fair (59%) 

 

Water Network $27,859,696 Very Poor 
(13%) 

 

Wastewater 
Network $25,632,345 Very Poor 

(12%) 
 

Overall $99,954,403 Poor (29%) 
 

1.5 Total Replacement Cost 
The asset categories analysed in this AMP have a total replacement cost of $100 
million based on inventory data up to the end of 2023. This total was determined 
based on a combination of user-defined costs and historical cost inflation. This 
estimate reflects replacement of historical assets with similar, not necessarily 
identical, assets available for procurement today.  



Asset Management Plan 

13 | P a g e  

Condition & Age 
1.6 Condition of Asset Portfolio 
The current condition of the assets is central to all asset management planning. 
Collectively, 31% of assets in Ear Falls are in fair or better condition. This estimate 
relies on both age-based and field condition data. 

This AMP relies on assessed condition data for 5% of assets; for the remaining 
portfolio, age is used as an approximation of condition. Assessed condition data is 
invaluable in asset management planning as it reflects the true condition of the 
asset and its ability to perform its functions. Roads were assessed in a study done 
in 2016. Staff are working on aligning the condition assessment for the water and 
wastewater treatment equipment with the asset management system. 

1.7 Service Life Remaining 
Based on asset age, available assessed condition data and estimated useful life, 
15% of the Township’s assets will require replacement within the next 10 years. 
Details of the capital requirements are identified in each asset section and are 
based on the proposed levels of service 10-year financial plan. 
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Risk & Criticality 
1.8 Qualitative Risk 
The Township has noted key trends, challenges, and risks to service delivery that 
they are currently facing: 

  

Lifecycle Management Strategies 
The current lifecycle management strategies are considered more 
reactive than proactive. It is a challenge to find the right balance 
between maintenance, capital rehabilitation, and reconstruction. In the 
absence of mid-lifecycle rehabilitative events, most assets are simply 
maintained with the goal of full replacement once they reach end-of-
life. These strategies will require sustainable annual funding to 
minimize the deferral of capital works. 

   Asset Data & Information 
There is a lack of confidence in the available inventory data for asset 
management purposes. Staff are in the process of evaluating the 
resources and activities required to build and/or improve the existing 
asset inventory including consolidating data sources. Staff plan to 
prioritize data refinement efforts to increase confidence in the accuracy 
and reliability of asset data and information. 

 

1.9 Quantitative Risk 
The overall risk breakdown for Ear Fall’s asset inventory is portrayed in the figure 
below. Reviewing the list of very high-risk assets to evaluate how best to mitigate 
the level of risk the Township is experiencing will help advance Ear Fall’s asset 
management program. 

 
This is a high-level model developed for the purposes of this AMP and municipal 
staff should review and adjust the risk model to reflect an evolving understanding 
of both the probability and consequences of asset failure. 

Climate & Growth 
1.10 Ear Falls Climate Profile 
The Township of Ear Falls is in Northwestern Ontario within the Kenora district. The 
Township is expected to experience notable effects of climate change which include 
higher average annual temperatures, an increase in total annual precipitation, and 
an increase in the frequency and severity of extreme events. According to 
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Climatedata.ca – a collaboration supported by Environment and Climate Change 
Canada (ECCC) – the Township of Ear Falls may experience the following trends: 

Higher Average Annual Temperature: 
• Between the years 1971 and 2000 the annual average temperature was 1.6 

ºC 
• Under a high emissions scenario, the annual average temperatures are 

projected to increase by 2.5 ºC by the year 2050 and over 6.6 ºC by the end 
of the century. 

Increase in Total Annual Precipitation: 
• Under a high emissions scenario, Ear Falls is projected to experience an 6% 

increase in precipitation by the year 2051 and a 10% increase by the end of 
the century.  

Increase in Frequency of Extreme Weather Events: 
• It is expected that the frequency and severity of extreme weather events will 

change.  

1.11 Impacts of Growth 
The demand for infrastructure and services will change over time based on a 
combination of internal and external factors. Understanding the key drivers of 
growth and demand will allow the Township to more effectively plan for new 
infrastructure, and the upgrade or disposal of existing infrastructure. Increases or 
decreases in demand can affect what assets are needed and what level of service 
meets the needs of the community. 

1.11.1 Ear Falls Official Plan (October 2015) 
The Township of Ear Falls adopted an Official Plan to establish practical and clear 
objectives and policies in accordance with the Ontario Planning Act. The Official Plan 
is a planning document for the purpose of guiding the future development of the 
Township of Ear Falls. 

The Official Plan has been approved as of October 16th, 2015. 

The Townsite area in Ear Falls is the only urbanized area within the Township. This 
area contains residential development, and provides commercial, industrial, and 
institutional services to the Township. The Townsite Residential Area is intended to 
be the area of the Township where growth will be focused to optimize the use of 
public services and infrastructure, and to minimize outward sprawl of development 
into areas of natural resources and natural heritage. The Townsite has sufficient 
vacant lots to accommodate population growth to 2031. 

Non-residential development is to be directed to the Townsite Commercial Area, 
and the Industrial Area, in accordance with the Townsite Commercial Area policies, 
and the Industrial Area policies.    

Population projections for Ear Falls are difficult to estimate due to the cyclical 
nature of the Township’s resource-based economy. At the time of the development 
of the official plan, the total population for 2026 was projected to be in the range of 
882 and 1,098.  
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The following tables outlines the recorded population and private dwellings for Ear 
Falls, based on 2021 Census data.  

Historical Figures 1996 2001 2006 2011 2016 2021 
Population 1,170 1,150 1,153 1,026 995 924 
Population Change N/A -1.7% 0.3% -11.0% -3.0% -7.1% 
Private Dwellings N/A 480 513 505 490 506 

As shown in the table provided, the 2021 census data falls within the projected 
population range but is approaching the lower end of the anticipated range. 

1.11.2 Northern Ontario Growth Plan (March 
2011) 

The Growth Plan for Northern Ontario was prepared under Ontario’s Places to Grow 
Act and authorizes the province to identify and designate growth planning areas. 
The Growth Plan also authorizes the province to develop strategic growth plans for 
the defined planning areas. The six theme areas which the Growth Plan is 
structured around include economy, people, communities, infrastructure, 
environment and Aboriginal peoples.  

The Ear Falls Official Plan addresses these themes in a variety of ways. The key 
factors addressed by the Ear Falls Official Plan relating to the growth of the 
community, in compliance with the Growth Plan for Northern Ontario, include 
designating areas within the Townsite of Ear Fall for economic and residential 
growth, protecting key environmental resources, and providing a local framework to 
assist in the implementation of regional economic plans.  

1.11.3 Regional Growth 
In 2021 the Come North Conference Report was produced by Fed Nor and 
Government of Canada. The document describes short, medium, and long-term 
objectives for all communities in Northern Ontario as it relates to population 
growth.  

According to the report all 11 Census Districts in Northern Ontario (Nipissing, Parry 
Sound, Manitoulin, Sudbury, Greater Sudbury, Timiskaming, Cochrane, Algoma, 
Thunder Bay, Rainy River, Kenora) are currently experiencing the following trends: 
population decline, population aging, or labour shortages. The report highlights a 
risk of these communities becoming economically unsustainable unless population 
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retention and attraction numbers improve. The risk is the result of the dependency 
ratio increasing. The dependency ratio is the ratio of people unable to support 
themselves without assistance; people between the ages of 0 and 14 and 64 and 
older. The goal is to achieve a dependency ratio of 0.5. In 1996, every Census 
District was at or near the goal by 2016; there were no districts that were below 
and more than half had a ratio more than 0.6. The following graph displays the 
dependency ratio for each Census District in 1996 and 2016 along with a projected 
ratio for the year 2036. 
The Township of Ear Falls is found in the Kenora District, which is expected to reach 
a dependency ratio of 0.72. 

The population trends overall in the Kenora District are on an incline. The following 
graph from the 2019 Northern Projections Kenora District Human Capital Series 
report by the Northern Policy Institute, displays the population trends from 1991 to 
2016. 

 
The following table, found in the same report, shows population projections in the 
Kenora District for the years 2021 to 2041. 

Year Ages 0-19 Ages 20-64 Ages 65+ Total 
2021 21,065 40,857 11,285 73,207 
2026 21,353 39,857 13,351 74,561 
2031 21,117 39,605 15,003 75,725 
2036 21,119 40,058 15,633 76,810 
2041 21,273 40,667 15,953 77,893 

The most recent census data from 2021, shows a slight increase in the population, 
reaching a total of 66,000, which is significantly lower than the projected 
population. According to census data, a significant population increase is seen in 
the population of 65 and older and a slight decline in the 0 to 19 and 20 to 64 age 
ranges: thus further increasing the dependency ratio. 
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1.11.4 Impact of Growth on Lifecycle Activities 
As the municipality’s population is expected to remain the same with potential 
moderate increases and declines in the coming years, demand will evolve, and it is 
likely that funding will need to be reprioritized. As growth-related assets are 
constructed, retired, or acquired, they should be integrated into the AMP. 
Furthermore, the municipality will need to review the lifecycle costs of growth-
related infrastructure. These costs should be considered in long-term funding 
strategies that are designed to maintain the current level of service. 

Levels of Service 
The strategic policy has a direct, and cascading impact on asset management 
planning and reporting, making it a foundational element. 

The Township of Ear Falls’ vision is to proactively manage its assets to best serve 
the community’s objectives, including: 

• Prioritizing the need for existing and future assets to effectively deliver 
services. 

• Supporting sustainability and economic development; and 
• Maintaining prudent financial planning and decision making. 

Utilizing the strategic asset management policy as a guide for determining the 
Township’s levels of service, the staff developed the corporate service statement as 
follows: 

“The Township of Ear Falls will ensure community sustainability with an emphasis 
on maintaining affordability.” 

This will be utilized to define levels of service in the Township. 

1.12 Current Levels of Service 
The Township of Ear Falls has defined their current levels of service for each 
infrastructure category by breaking it down into 3 service attributes scope, quality / 
reliability and performance. Each of these attributes are defined as follows: 

Scope – Is a description of the services being provided and the assets that are 
utilized to provide the services. 

Quality / Reliability – Is a description of how condition is measured as well as the 
current average condition of the assets utilized to provide the services.  Also, for 
each asset category there are additional reliability measures included. 

Performance – Is a description of how the Township will ensure long-term 
sustainability with an emphasis on affordability and is measured utilizing risk and 
financial parameters. 

Based on an analysis of each asset category the current level of service is provided 
in each asset section. 
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1.13 Proposed Levels of Service 
Through a comprehensive assessment the proposed levels of service for the 
Township have been developed. To ensure long-term sustainability and overall 
achievability the following were utilized / developed as part of the analysis.  

Stakeholder Engagement – Regularly engage with stakeholders to gather feedback 
and communicate changes transparently. 

Data-Driven Decision Making – Use data analytics to inform decision-making 
processes and identify areas for improvement. 

Flexibility and Adaptability – Design the methodology to be flexible, allowing for 
adjustments based on evolving priorities. 

Continuous Improvement – Establish a process for continuous review and 
improvement of the LOS methodology itself. 

1.13.1 Scenarios 
The scenarios that were used to analyse Ear Falls inventory were run for 100-years 
to ensure all the lifecycles were included at least once.  They are also all based on 
the data available in the asset management system which outlines estimated useful 
life and condition as well as replacement costs which all the results are based on.  

Scenario 1: Current Lifecycle Activities 
Purpose: This scenario examines the current state of the infrastructure based on 
existing lifecycle practices. It looks at how the infrastructure is currently being 
maintained, the condition it’s in, and the amount of annual investment being made 
in each asset category. 

Key Focus: The condition of the infrastructure and the annual investment levels 
based on current practices. 

Outcome: This scenario provides a baseline for understanding how the 
infrastructure is currently being maintained. It helps identify whether there are any 
gaps between current practices and long-term sustainability goals. 

Scenario 2: Current Capital Reinvestment Rate 
Purpose: This scenario builds upon the current capital reinvestment rate, where the 
total amount of investment being made into capital improvements (like 
replacement or major repairs) remains the same. In this scenario, the focus is on 
the impact that current investment levels have on the condition of the 
infrastructure over time. 

Key Focus: The annual investment stays constant, and the condition of the 
infrastructure is evaluated based on that level of reinvestment. 

Outcome: This helps to see if the current capital reinvestment rate is enough to 
maintain the infrastructure in a sustainable way over the long term, or if it's falling 
short and leading to degradation in condition. 
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Scenario 3: Target Condition Fair 
Purpose: This scenario aims to achieve a specific, target condition level for the 
infrastructure, where the goal is to maintain an average condition of 40% of the 
infrastructure in each asset category. By fixing the condition, the model determines 
what the required annual investment would be to reach and maintain that target. 

Key Focus: This scenario focuses on achieving a targeted condition level (fair 
condition, 40%) and determining how much investment would be necessary to 
maintain that condition. 

Outcome: This scenario gives insights into how much investment would be needed 
to keep the infrastructure at an acceptable condition level. 

 

1.13.2 Results 
Scenario 1: Current Lifecycle Activities - this scenario utilizes the current lifecycle 
activities outlined as current practice within each asset category.  The condition and 
annual investment were then determined.  

The table below summarizes the results of each asset category and overall. 

Asset Category 
Current 
Average  

Condition 

Projected 
Average 

Condition 

Funding 
Required 

Road Network Very Poor (11%) Good (61%) $473,526 
Storm Water Network Very Poor (19%) Good (74%) $106,312 
Buildings Good (70%) Good (79%) $550,699 
Land Improvements Poor (33%) Good (77%) $108,616 
Fleet Good (65%) Good (76%) $184,670 
Machinery & 
Equipment Fair (59%) Good (75%) $206,026 

Water Network Very Poor (13%) Good (71%) $1,064,925 
Wastewater Network Very Poor (12%) Good (74%) $1,300,306 
Overall Poor (29%) Good (73%) $3,995,080 

 

Scenario 2: Current Capital Reinvestment Rate - this scenario utilizes the current 
capital reinvestment within each asset category. The current annual investment 
was held, and the condition was determined.  
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The table below summarizes the results of each asset category and overall. 

Asset Category Current Average  
Condition 

Projected 
Average 

Condition 

Funding 
Required 

Road Network Very Poor (11%) Poor (26%) $32,896 
Storm Water 
Network Very Poor (19%) Poor (29%) $29,895 

Buildings Good (70%) Very Poor (18%) $78,488 
Land 
Improvements Poor (33%) Very Poor (7%) $7,041 

Fleet Good (65%) Fair (54%) $473,526 
Machinery & 
Equipment Fair (59%) Poor (39%) $110,520 

Water Network Very Poor (13%) Very Poor (19%) $261,053 
Wastewater 
Network Very Poor (12%) Poor (23%) $242,857 

Overall Poor (29%) Poor (22%) $1,236,276 
 

Scenario 3: Target Condition Fair - this scenario utilizes a target average condition 
of 40% of the infrastructure within each asset category.  The condition value was 
held, and the annual investment was then determined.  

The table below summarizes the results of each asset category and overall. 

Asset Category Current Average  
Condition 

Projected 
Average 

Condition 

Funding 
Required 

Road Network Very Poor (11%) Fair (41%) $248,997 
Storm Water 
Network Very Poor (19%) Fair (40%) $62,807 

Buildings Good (70%) Fair (52%) $366,182 
Land 
Improvements Poor (33%) Fair (48%) $65,449 

Fleet Good (65%) Fair (46%) $248,997 
Machinery & 
Equipment Fair (59%) Fair (40%) $102,002 

Water Network Very Poor (13%) Fair (42%) $630,130 
Wastewater 
Network Very Poor (12%) Fair (57%) $1,161,887 

Overall Poor (29%) Fair (48%) $2,886,451 
 

1.13.3 Stakeholder Engagement 
A staff workshop was conducted in the fall of 2024, where a discussion of staff’s 
satisfaction with the services, they are providing to residents was reviewed.  
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Overall, staff were satisfied with the services being provided while experiencing 
considerable difficulty with the availability of qualified contractors and ordering lead 
time.  The biggest challenge for staff is funding the large / expensive assets and 
then once they have it ready to go, lead time is two years or there are no 
contractors available. 

1.13.4 Proposed Level of Service Summary 
Ear Falls is taking a strategic approach to ensuring the long-term sustainability of 
its municipal services. By focusing on the condition of the assets used to provide 
these services, the Township is likely aiming to balance service quality with cost-
efficiency. This practical approach will help prevent over-investment in 
infrastructure that may not be sustainable while also ensuring that the community's 
needs are met. 
Ear Falls is making significant strides in improving the accuracy of its asset 
management system, which is crucial for better decision-making regarding capital 
requirements and long-term sustainability. The two main initiatives are: 
Road Network Updates: Updating the field conditions of the entire road network is a 
big task but is necessary to ensure that the roads are properly maintained, and that 
the Township can prioritize repairs effectively. A more accurate understanding of 
road conditions helps optimize spending on road maintenance and prevents costly, 
reactive repairs. 

Componentizing Water and Wastewater Treatment Plants: By assessing the water 
and wastewater treatment plants, the Township is taking a proactive approach to 
managing these critical assets. Componentizing allows for a more granular 
understanding of the specific parts that need attention, which can lead to more 
targeted and cost-effective upgrades and maintenance. 

The Township has decided to target good condition for assets in the long term. By 
targeting scenario 1, the outlined lifecycle activities, this will allow the municipality 
to ensure its assets are maintained in good condition. 

Financial Management 
1.14 Financial Strategy 
Each year, Ear Fall’s makes important investments in its infrastructure’s 
maintenance, renewal, rehabilitation, and replacement to ensure assets remain in a 
state of good repair. However, spending needs typically exceed fiscal capacity. In 
fact, most municipalities continue to struggle with annual infrastructure deficits. 
Achieving full-funding for infrastructure programs will take many years and should 
be phased-in gradually to reduce burden on the community. 

This financial strategy is designed for the Township’s existing asset portfolio and is 
premised on two key inputs: the average annual capital requirements and the 
average annual funding typically available for capital purposes. The annual 
requirements are based on the replacement cost of assets and their serviceable life, 
and the target proposed level of service of maintaining an average condition of fair. 
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This figure is calculated for each individual asset and aggregated to develop 
category-level values.  

The annual funding available is determined by the amount of revenue that is 
allocated consistently to either that years capital program or to reserves for capital 
purposes. For Ear Falls, the approved 2024 values were used to project available 
funding going forward. 

Only reliable and predictable sources of funding are used to benchmark funds that 
may be available on any given year. The funding sources include: 
• Revenue from taxation allocated to reserves for capital purposes 
• Revenue from water and wastewater rates allocated to capital reserves 
• The Canada Community Benefits Fund (CCBF), formerly the federal Gas Tax 

Fund 
• The Ontario Community Infrastructure Fund (OCIF) 
Although provincial and federal infrastructure programs can change with evolving 
policy, CCBF, OCIF, and OMPF are considered as permanent and predictable. 

1.14.1 Annual Capital Requirements 
The annual requirements represent the amount the Township should allocate 
annually to each asset category to meet replacement needs as they arise, prevent 
infrastructure backlogs, and achieve long-term sustainability.  

The table below outlines the total average annual capital requirements for existing 
assets in each asset category. Based on the proposed levels of service selected to 
maintain the current lifecycle activities for all asset categories and a good condition.  

Asset Category Current Average  
Condition 

Projected Average 
Condition 

Funding 
Required 

Road Network Very Poor (11%) Good (61%) $473,526 
Storm Water 
Network Very Poor (19%) Good (74%) $106,312 

Buildings Good (70%) Good (79%) $550,699 
Land 
Improvements Poor (33%) Good (77%) $108,616 

Fleet Good (65%) Good (76%) $184,670 
Machinery & 
Equipment Fair (59%) Good (75%) $206,026 

Water Network Very Poor (13%) Good (71%) $1,064,925 
Wastewater 
Network Very Poor (12%) Good (74%) $1,300,306 

Overall Poor (29%) Good (73%) $3,995,080 

1.14.2 Current Funding Levels 
The table below summarizes how current funding levels compare with funding 
required for each asset category. At existing levels, the Township is funding 33% of 
its annual capital requirements for all infrastructure analyzed. This creates a total 
annual funding deficit of $1.8 million.   
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Asset Category Annual Capital 
Requirements 

Annual 
Funding 
Available 

Annual 
Infrastructure 

Deficit 
Road Network $473,526 $32,896  $440,630  
Storm Water Network $106,312 $29,895  $76,417  
Buildings $550,699 $78,488  $472,211  
Land Improvements $108,616 $7,041  $101,575  
Fleet $184,670 $141,630  $43,040  
Machinery & Equipment $206,026 $110,520  $95,506  
Water Network $1,064,925 $261,053  $803,872  
Wastewater Network $1,300,306 $242,857  $1,057,449  
Overall $3,995,080 $904,380  $3,090,700  

1.14.3 Closing the Gap 
Eliminating annual infrastructure funding shortfalls is a difficult and long-term 
endeavour for municipalities. Considering the Township’s current funding position, it 
will require many years to reach full funding for current assets. 

This section outlines how Ear Falls can close the annual funding deficits using own-
source revenue streams, i.e., property taxation and utility rates. Funding 100% of 
annual capital requirements ensures that major capital events, including 
replacements, are completed as required. Under this scenario, projects are unlikely 
to be deferred to future years. This delivers the proposed level of service of current 
lifecycle activities and an average asset condition of Good. 

Full Funding Requirements Tax Revenues 
In 2025, Ear Falls’ will have an annual tax revenue of $2,071,500. As illustrated in 
the following table, without consideration of any other sources of revenue or cost 
containment strategies, full funding would require a 59.4% tax change over time.  

While shorter phase-in periods may place too high a burden on taxpayers, a phase-
in period beyond 20 years may see a continued deterioration of infrastructure, 
leading to larger backlogs. Several scenarios have been developed using phase-in 
periods ranging from five to twenty years this is outlined it the table below. 

 

  

Phase In Period 5 Years 10 Years 15 Years 20 Years 
% Increase in Annual Taxation 9.8% 4.8% 3.2% 2.4% 
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Full Funding Requirements Utility Rate Revenues 
For 2025, Ear Falls’ forecasted water rate revenues total $716,462. Annual capital 
requirements for the water network total $1,064,925, against available funding of 
$261,053. This creates a funding deficit of $803,872. To close this annual gap, the 
Township’s water revenues would need to increase. 
Similarly, wastewater rate revenues are forecasted to be $548,871 in 2025. 
Average annual requirements for Ear Falls’ wastewater assets total $1,300,306 
against available funding of $242,857, creating an annual deficit of $1,057,449. 
Rate revenues would need to increase to close this funding gap. 

As with tax revenues, short phase-in periods may require excessive rate increases, 
whereas more protracted timeframes may lead to larger backlogs and more 
unpredictable spending on emergency repairs and replacements.  

Phase In Period 5 Years 10 Years 15 Years 20 Years 
Water Network     
% Annual Increase 16.2% 7.8% 5.1% 3.8% 
Wastewater Network     
% Annual Increase 24.0% 11.3% 7.4% 5.5% 
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1.15 Ten-Year Financial Plan 
The Township is working with a clear long-term financial strategy aimed at reaching sustainable funding levels for 
its tax-funded assets, water rates, and wastewater services in 20-years. The tables below show a 10-year capital 
projection for each asset category with proposed funding.   

Tax Rate 2025 2026 2027 2028 2029 2030 2031 2032 2033 2034 
Road Network $5.0m $2.2m $0 $518k $0 $0 $36k $166k $47k $0 
Storm Water 
Network $0 $804 $0 $949k $0 $872 $1k $2k $0 $843k 

Buildings $0 $0 $0 $401k $0 $83k $346k $0 $0 $0 
Land 
Improvements $0 $0 $29k $0 $6k $42k $314k $13k $65k $0 

Fleet $71k $91k $18k $0 $29k $135k $37k $0 $0 $143k 
Machinery & 
Equipment $13k $19k $11k $126k $32k $72k $20k $57k $115k $35k 

Total $5.1m $2.3m $58k $2.0m $67k $332k $755k $239k $228k $1.0m 
Proposed 
Funding $400k $452k $505k $560k $615k $672k $731k $791k $852k $915k 

 

Utility Rate 2025 2026 2027 2028 2029 2030 2031 2032 2033 2034 
Water Network $900k $1.2m $393k $311k $299k $275k $504k $238k $291k $270k 
Wastewater 
Network $664k $222k $89k $162k - $6k $43k $95k - $55k 

Total $6.3m $0  $567k $1.4m $2.0m $6.0m $569k $10.6m $366k $557k 
Proposed 
Funding $504k $531k $560k $590k $622k $656k $691k $727k $766k $807k 
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Recommendations 
1. Review feasibility of adopting a full-funding scenario that achieve 100% of 

average annual requirements for the asset categories analyzed. This involves: 
• Implementing an additional 2.4% annual tax increase over a 20-year phase-

in period and allocating the full increase in revenue toward capital 
expenditures 

• Implementing an additional 3.8% rate increase for water over a 20-year 
period, and a 5.5% increase for wastewater, over a 20-year phase-in period 

• Continued allocation of OCIF and CCBF funding as previously outlined 
NOTE: Although difficult to capture, inflation costs, supply chain issues, and 
fluctuations in commodity prices will also influence capital expenditures. 

2. Componentize facilities data for building classifications. This can be 
accomplished during building condition assessments. This will improve long-term 
replacement projections and better align system-generated forecasts with 
capital budgets. 

3. Continuously review, refine, and calibrate lifecycle and risk profiles to better 
reflect actual practices and improve capital projections. In particular: 
• the timing of various lifecycle events, the triggers for treatment, anticipated 

impacts of each treatment, and costs 
• the various attributes used to estimate the likelihood and consequence of 

asset failures, and their respective weightings 
4. Asset management planning is highly sensitive to replacement costs. Periodically 

update replacement costs based on recent projects, invoices, or estimates, as 
well as condition assessments, or any other technical reports and studies. 
Material and labour costs can fluctuate due to local, regional, and broader 
market trends, and substantially so during major world events. Accurately 
estimating the replacement cost of like-for-like assets can be challenging. 
Ideally, several recent projects over multiple years should be used.  

5. Like replacement costs, an asset’s established serviceable life can have dramatic 
impacts on all projections and analyses, including condition, long-range 
forecasting, and financial recommendations. Periodically reviewing and updating 
these values to better reflect in-field performance and staff judgement is 
recommended. 

6. Risk models can play an important role in identifying high-value assets, and 
developing an action plan which may include repair, rehabilitation, replacement, 
or further evaluation through condition assessments. As a result, project 
selection and the development of multi-year capital plans can become more 
strategic and objective. Initial models have been built into Citywide for all asset 
groups. As the data evolves and new attribute information is obtained, these 
models should also be refined and updated.  

7. The annual review requirement in O.reg. 588/17 the Township must address 
their progress in implementing its asset management plan, any factors impeding 
the ability to implement its asset management plan as well as a strategy to 
address any of the identified factors. 
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Appendix A: Road Network 
The road network is a critical component of the provision of safe and efficient 
transportation services. It includes all municipally owned and maintained roadways 
in addition to supporting roadside infrastructure including sidewalks, curbs and 
gutters, and streetlights.  

The Township’s roads and sidewalks are maintained by the Public Works 
department who is also responsible for winter snow clearing, ice control and snow 
removal operations. 

Asset Inventory & Costs 
The table below includes the quantity, total replacement cost and annual capital 
requirements of each asset segment in the Township’s road network inventory.  

Asset Segment Quantity Replacement Cost 

Gravel Roads 48,000 m2 $1,682,800 
Curbs & Gutters 570 m $149,100 
Paved Roads 117,000 m2 $9,156,300 
Sidewalks 5  $115,100 
Streetlights 162  $156,600 

Total  $11,259,900 

 
Each asset’s replacement cost should be reviewed periodically to determine whether 
adjustments are needed to more accurate represent realistic capital requirements. 
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Asset Condition & Age 
The average condition (%) is a weighted value based on replacement cost. The 
graph below visually illustrates the average condition for each asset segment on a 
very good to very poor. 

To ensure that the Municipality’s road network continues to provide an acceptable 
level of service, the Municipality should monitor the average condition of all assets. 
If the average condition declines, staff should re-evaluate their lifecycle 
management strategy to determine what combination of maintenance, 
rehabilitation, and replacement activities is required to increase the overall 
condition of the roads. 

Each asset’s estimated useful life should also be reviewed periodically to determine 
whether adjustments need to be made to better align with the observed length of 
service life for each asset type.  
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Current Approach to Condition Assessment 
Accurate and reliable condition data allows staff to more confidently determine the 
remaining service life of assets and identify the most cost-effective approach to 
managing assets. The following describes the Township’s current approach: 

• A Road Needs Study was completed in 2016 by an external contractor that 
included a detailed assessment of the condition of each road segment 

• Public works staff complete road patrols to identify any maintenance or 
rehabilitation requirements  

The following rating criteria is used to determine the current condition of road 
segments and forecast future capital requirements: 

Condition Rating 

Very Good 80-100 

Good 60-80 

Fair  40-60 

Poor 20-40 

Very Poor 0-20 

Lifecycle Management Strategy 
The condition or performance of most assets will deteriorate over time. To ensure 
that municipal assets are performing as expected and meeting the needs of 
customers, it is important to establish a lifecycle management strategy to 
proactively manage asset deterioration. The following table outlines the Township’s 
current lifecycle management strategy. 

Activity Type Description of Current Strategy 

Maintenance 

Crack sealing is completed on an annual basis on paved roads in 
the municipality. 
Cold patching and pot hole repairs are completed on an as-needed 
basis when identified during road patrols. 
Regular gravelling and dust control is completed on gravel roads in 
the municipality. 
Road shoulder maintenance and cleaning is completed on an 
annual basis. 

Rehabilitation 
No formal rehabilitation activities are in place in the municipality. 
The approach is to complete crack sealing, when possible, then run 
to failure and replace the asset. 

Replacement 

Roads requiring replacement are identified in the 2016 condition 
assessment. The Municipality utilizes this list, in combination with 
their internal road patrols and available funding to determine when 
road replacement should occur. Project coordination with 
underground infrastructure replacement projects is also a large 
factor in determining when to replace a road.  
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Risk & Criticality 
The following risk breakdown provides a visual representation of the relationship 
between the probability of failure and the consequence of failure for the assets 
within this asset category based on 2023 inventory data.  

 
This is a high-level model developed for the purposes of this AMP and Township 
staff should review and adjust the risk model to reflect an evolving understanding 
of both the probability and consequences of asset failure. 

The asset-specific attributes that municipal staff utilize to define and prioritize the 
criticality of the road network are documented below: 

Probability of Failure (POF) Consequence of Failure (COF) 

Condition Replacement Cost (Financial) 

The identification of critical assets allows the Township to determine appropriate 
risk mitigation strategies and treatment options. Risk mitigation may include asset-
specific lifecycle strategies, condition assessment strategies, or simply the need to 
collect better asset data. 

Levels of Service 
The framework created by the Township for levels of service is a valuable tool for 
assessing and managing the performance of their assets and/or services provided 
by their assets. Proposed levels of service for the Township have been developed 
through engagement with Township staff. 

Current Levels of Service 
The following tables identify the Township’s current level of service for the road 
network. These metrics include the technical and community level of service 
metrics that are required as part of O. Reg. 588/17 as well as any additional 
performance measures that the Township has selected. 
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Community LOS Service 
Attribute Technical LOS 

Description, 
which may 
include maps, 
of the road 
network in the 
municipality 
and its level of 
connectivity 

See Appendix B in the 2024 AMP Scope Replacement Cost $11,259,904 
Quantity (km of roads) 17.7 
Quantity (number of 
streetlights) 

162 

Lane-km of arterial roads 
(MMS classes 1 and 2) 
per land area (km/km2) 

0 

Lane-km of collector 
roads (MMS classes 3 and 
4) per land area 
(km/km2) 

0 

Lane-km of local roads 
(MMS classes 5 and 6) 
per land area (km/km2) 

0.077 

Description or 
images that 
illustrate the 
different levels 
of road class 
pavement 
condition 

Road section surface condition rating (0-10). 
(0-1.9) Road exhibits sever surface distress, 
sever distorted areas, and very rough on 
vehicular traffic 
(2-3.9) Majority of roadway is improperly 
shaped. Various roadway surface distress 
manifestations making travel unpleasant due 
to potholes, wash-boarding, distortions, and 
poor drainage 
(4-5.9) Mixture of properly shaped roadway 
surface and improperly shaped areas. 
Various surface distress manifestations such 
as potholes, wash-boarding – in slight to 
moderate class.  
(6-7.9) Intermittent to isolated pothole and 
distorted sections. Generally good traveling 
road surface 
(8-10) No surface distress manifestation. 

Quality / 
Reliability 

Average pavement 
condition index for paved 
roads in the municipality 

Very Poor 
(8%) 

Average surface condition 
for unpaved roads in the 
municipality (e.g., 
excellent, good, fair, 
poor) 

Poor 

Average Condition Very Poor 
(11%) 



Appendix A: Road Network 

33 | P a g e  

Community LOS Service 
Attribute Technical LOS 

General Services will be provided to ensure 
sustainability with an emphasis on 
affordability 

Performance % Risk that is High and 
Very High 

90.6% 

Average Asset Risk High (14.06) 

Annual Investment $32,896 
Capital re-investment 
rate 

0.29% 

 

Proposed Levels of Service 
The scenarios that were used to analyse Ear Falls inventory were run for 100-years to ensure all the lifecycles were 
included at least once.  They are also all based on the data available in the asset management system which 
outlines estimated useful life and condition as well as replacement costs which all the results are based on.  

Scenario 1: Current Lifecycle Activities - this scenario utilizes the current lifecycle activities outlined as current 
practice within each asset category.  The condition and annual investment was then determined.  

Scenario 2: Current Capital Reinvestment Rate - this scenario utilizes the current capital reinvestment within each 
asset category. The current annual investment was held, and the condition was determined.  

Scenario 3: Target Condition Fair - this scenario utilizes a target average condition of 40% of the infrastructure 
within each asset category.  The condition value was held, and the annual investment was then determined. 

The table below outlines the results for each scenario for the Road Network. 

Scenarios Replacement 
Cost 

Average 
Condition 

Annual Capital 
Reinvestment 

Scenario 1 – Lifecycle $11,259,904 Good (61%) $473,526 

Scenario 2 - Current Capital Investment Rate $11,259,904 Poor (26%) $32,896 

Scenario 3 - Maintain Condition 40% $11,259,904 Fair (41%) $248,997 
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10-Year Capital Forecast 
Below is the projected ten-year capital forecast needed to maintain the road network lifecycle activities. 

Segments 2025 2026 2027 2028 2029 2030 2031 2032 2033 2034 

Paved Roads $5.0m $2.2m $0 $429k $0 $0 $0 $0 $0 $0 
Curbs & Gutters $0 $13k $0 $89k $0 $0 $0 $0 $47k $0 
Sidewalks $0 $0 $0 $0 $0 $0 $36k $0 $0 $0 
Streetlights $0 $0 $0 $0 $0 $0 $0 $166k $0 $0 
Total $5.0m $2.2m $0 $518k $0 $0 $36k $166k $47k $0 

 

Gravel roads are not included in this forecast as they are managed through the operations and considered to never 
need replacement due to the preventative maintenance activities performed. 

Recommendations 
1. Moving forward with the scenario 1 of maintaining lifecycle activities in the road network  
2. A field assessment of the roads will help to better reflect the current conditions of the system. 
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Appendix B: Stormwater Network 
The Township is responsible for owning and maintaining a stormwater network of 
2.8 kms of storm sewer mains, catch basins and other supporting infrastructure.  

Asset Inventory & Costs 
The table below includes the quantity, total replacement cost and annual capital 
requirements of each asset segment in the Township’s stormwater network 
inventory. 

Asset Segment Quantity Replacement Cost 

Catch Basins 67 $177,798 

Culverts 404 $1,472,078 

Manholes 27 $208,233 

Storm Mains 2,800 m $2,050,510 

Total  $3,908,619 

 

 
Each asset’s replacement cost should be reviewed periodically to determine whether 
adjustments are needed to more accurate represent realistic capital requirements. 

Asset Condition & Age 
The average condition (%) is a weighted value based on replacement cost. The 
graph below visually illustrates the average condition for each asset segment on a 
very good to very poor. 
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To ensure that the Township’s stormwater network continues to provide an 
acceptable level of service, the Township should monitor the average condition of 
all assets. If the average condition declines, staff should re-evaluate their lifecycle 
management strategy to determine what combination of maintenance, 
rehabilitation and replacement activities is required to increase the overall condition 
of the stormwater network. 

Each asset’s estimated useful life should also be reviewed periodically to determine 
whether adjustments need to be made to better align with the observed length of 
service life for each asset type. 

Current Approach to Condition Assessment 
Accurate and reliable condition data allows staff to more confidently determine the 
remaining service life of assets and identify the most cost-effective approach to 
managing assets. The following describes the Township’s current approach: 

• There are no formal condition assessment programs in place for the stormwater 
network 

• As the Township refines the available asset inventory for the stormwater 
network a regular assessment cycle should be established 
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The following rating criteria is used to determine the current condition of storm 
water segments and forecast future capital requirements: 

Condition Rating 

Very Good 80-100 

Good 60-80 

Fair  40-60 

Poor 20-40 

Very Poor 0-20 

Lifecycle Management Strategy 
The condition or performance of most assets will deteriorate over time. To ensure 
that municipal assets are performing as expected and meeting the needs of 
customers, it is important to establish a lifecycle management strategy to 
proactively manage asset deterioration. The following table outlines the Township’s 
current lifecycle management strategy. 

Activity Type Description of Current Strategy 

Maintenance Maintenance activities include storm main flushing and catch 
basin completed on an as-needed basis.  

Rehabilitation/ 
Replacement 

Without the availability of up-to-date condition assessment 
information replacement activities are purely reactive in nature 

 

The projected cost of lifecycle activities that will need to be undertaken over the 
next 10 years to maintain the current level of service can be found in Appendix A. 

Risk & Criticality 
The following risk breakdown provides a visual representation of the relationship 
between the probability of failure and the consequence of failure for the assets 
within this asset category based on 2023 inventory data. 

 
This is a high-level model developed for the purposes of this AMP and Township 
staff should review and adjust the risk model to reflect an evolving understanding 
of both the probability and consequences of asset failure. 

The asset-specific attributes that municipal staff utilize to define and prioritize the 
criticality of the stormwater network are documented below: 
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Probability of Failure (POF) Consequence of Failure (COF) 

Condition 
Replacement Cost (Financial) 

Pipe Diameter (Operational) 
 

The identification of critical assets allows the Township to determine appropriate 
risk mitigation strategies and treatment options. Risk mitigation may include asset-
specific lifecycle strategies, condition assessment strategies, or simply the need to 
collect better asset data. 

Levels of Service 
The framework created by the Township for levels of service is a valuable tool for 
assessing and managing the performance of their assets and/or services provided 
by their assets. Proposed levels of service for the Township have been developed 
through engagement with Township staff. 

Current Levels of Service 
The following table identify the Township’s current level of service for the 
stormwater network. These metrics include the technical and community level of 
service metrics that are required as part of O. Reg. 588/17 as well as any additional 
performance measures that the Township has selected. 
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Community LOS Service 
Attribute Technical LOS 

Description, which may include 
map, of the user groups or 
areas of the municipality that 
are protected from flooding, 
including the extent of 
protection provided by the 
municipal stormwater system 

See Appendix I: Level of 
Service Maps Scope 

Replacement Cost $3,908,619 

Length of Main (km 
of main) 2.8 

Quantity of culverts 404 

Description or images of the 
condition of the stormwater 
network 

Condition Description 

Quality / 
Reliability Average condition Very Poor 

(19%) 

• Very Good - Fit for the 
future 
• Good - Adequate for now 
• Fair - Requires attention 
• Poor - Increased 
potential of affecting 
service 
• Very Poor - Unfit for 
sustained service 

General 

Services will be provided 
to ensure sustainability 
with an emphasis on 
affordability 

Performance 

% Risk that is High 
and Very High 43% 

Average Asset Risk Low (5.95) 
Annual Investment $29,895 
Capital re-
investment rate 0.76% 

 

Proposed Levels of Service 
The scenarios that were used to analyse Ear Falls inventory were run for 100-years to ensure all the lifecycles were 
included at least once.  They are also all based on the data available in the asset management system which 
outlines estimated useful life and condition as well as replacement costs which all the results are based on.  

Scenario 1: Current Lifecycle Activities - this scenario utilizes the current lifecycle activities outlined as current 
practice within each asset category.  The condition and annual investment were then determined.  
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Scenario 2: Current Capital Reinvestment Rate - this scenario utilizes the current capital reinvestment within each 
asset category. The current annual investment was held, and the condition was determined.  

Scenario 3: Target Condition Fair - this scenario utilizes a target average condition of 40% of the infrastructure 
within each asset category.  The condition value was held, and the annual investment was then determined. 

The table below outlines the results for each scenario for the Stormwater Network. 

Scenarios Replacement 
Cost 

Average 
Condition 

Annual Capital 
Reinvestment 

Scenario 1 – Lifecycle $3,908,619 Good (74%) $106,31 

Scenario 2 - Current Capital Investment Rate $3,908,619 Fair (50%) $79,190 

Scenario 3 - Maintain Condition 40% $3,908,619 Poor (29%) $29,895 

10-Year Capital Forecast 
Below is the projected ten-year capital forecast needed to maintain the stormwater network lifecycle activities. 

Segments 2025 2026 2027 2028 2029 2030 2031 2032 2033 2034 

Catch Basins $0 $109k $0 $0 $0 $27k $0 $0 $0 $0 
Culverts $1.4m $1.5m $0 $804 $0 $0 $0 $872 $1k $2k 
Storm Mains $0 $1.5m $0 $0 $0 $838k $0 $0 $0 $0 
Storm Manholes $0 $154k $0 $0 $0 $84k $0 $0 $0 $0 
Total $1.4m $3.2m $0 $804 $0 $949k $0 $872 $1k $2k 

Recommendations 
1. Moving forward with the scenario 1 of maintaining lifecycle activities in the stormwater network. 
2. A field assessment of the storm mains and culverts will help to better reflect the current conditions of the 

system. 
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Appendix C: Buildings 
The Township of Ear Falls owns and maintains several facilities and recreation 
centres that provide key services to the community. These include: 
• administrative offices 
• medical center and residence 
• public works garages and storage sheds 
• arenas and recreational facilities 

Asset Inventory & Costs 
The table below includes the quantity, total replacement cost and annual capital 
requirements of each asset segment in the Township’s buildings and facilities 
inventory.  

Asset Segment Quantity Replacement Cost 

Animal Control 1 $33,743 
General Government 3 $12,172,545 
Health Services 3 $4,190,621 
Recreation & Cultural Services 15 $7,910,790 
Waste Disposal 1 $76,025 

Total  $24,383,724 

Each asset’s replacement cost should be reviewed periodically to determine whether 
adjustments are needed to more accurate represent realistic capital requirements. 

Asset Condition & Age 
The average condition (%) is a weighted value based on replacement cost. The 
graph below visually illustrates the average condition for each asset segment on a 
very good to very poor. 
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To ensure that the Township’s buildings and facilities continues to provide an 
acceptable level of service, the Township should monitor the average condition of 
all assets. If the average condition declines, staff should re-evaluate their lifecycle 
management strategy to determine what combination of maintenance, 
rehabilitation and replacement activities is required to increase the overall condition 
of the buildings and facilities. 

Each asset’s estimated useful life should also be reviewed periodically to determine 
whether adjustments need to be made to better align with the observed length of 
service life for each asset type. 

Current Approach to Condition Assessment 
Accurate and reliable condition data allows staff to more confidently determine the 
remaining service life of assets and identify the most cost-effective approach to 
managing assets. There are no formal condition assessment programs in place for 
buildings. The following rating criteria is used to determine the current condition of 
buildings assets and forecast future capital requirements: 
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Condition Rating 

Very Good 80-100 

Good 60-80 

Fair  40-60 

Poor 20-40 

Very Poor 0-20 

Asset Management Strategies 
The condition or performance of most assets will deteriorate over time. To ensure 
that municipal assets are performing as expected and meeting the needs of 
customers, it is important to establish a lifecycle management strategy to 
proactively manage asset deterioration. The following table outlines the Township’s 
current lifecycle management strategy. 

Activity Type Description of Current Strategy 

Maintenance Maintenance activities include regulatory inspection and 
maintenance by contractors annually on required systems.  

Rehabilitation/ 
Replacement 

Without the availability of up-to-date condition assessment 
information replacement activities are purely reactive in nature 

Risk & Criticality 
The following risk breakdown provides a visual representation of the relationship 
between the probability of failure and the consequence of failure for the assets 
within this asset category based on 2023 inventory data. 

 
This is a high-level model developed for the purposes of this AMP and Township 
staff should review and adjust the risk model to reflect an evolving understanding 
of both the probability and consequences of asset failure. 

The asset-specific attributes that municipal staff utilize to define and prioritize the 
criticality of the stormwater network are documented below: 

Probability of Failure (POF) Consequence of Failure (COF) 
Condition Replacement Cost (Financial) 

The identification of critical assets allows the Township to determine appropriate 
risk mitigation strategies and treatment options. Risk mitigation may include asset-
specific lifecycle strategies, condition assessment strategies, or simply the need to 
collect better asset data.
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Levels of Service 
The framework created by the Township for levels of service is a valuable tool for assessing and managing the 
performance of their assets and/or services provided by their assets. Proposed levels of service for the Township have 
been developed through engagement with Township staff. 

Current Levels of Service 
The following tables identify the Township’s current level of service for the buildings. These metrics include the 
technical and community level of service metrics that are required as part of O. Reg. 588/17 as well as any additional 
performance measures that the Township has selected. 

Community LOS Service 
Attribute Current Technical LOS 

Description of the 
services provided by 
municipal buildings. 

Administrative offices, medical center 
and residence, public works garages 
and storage sheds as well as arenas 
and recreational facilities 

Scope 
Replacement Cost $24,383,724 

Quantity 23 

Description of the 
condition of 
municipal buildings 

Condition Description 

Quality / 
Reliability Average Condition Good (70%) 

• Very Good - Fit for the future 

• Good - Adequate for now 
• Fair - Requires attention 
• Poor - Increased potential of 
affecting service 
• Very Poor - Unfit for sustained 
service 

General 
Services will be provided to ensure 
sustainability with an emphasis on 
affordability 

Performance 

% Risk that is High 
and Very High 46.40% 

Average Asset Risk Moderate (9.56) 
Annual Investment $78,488 
Capital re-
investment rate 0.32% 
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Proposed Levels of Service 
The scenarios that were used to analyse Ear Falls inventory were run for 100-years to ensure all the lifecycles were 
included at least once.  They are also all based on the data available in the asset management system which outlines 
estimated useful life and condition as well as replacement costs which all the results are based on.  

Scenario 1: Current Lifecycle Activities - this scenario utilizes the current lifecycle activities outlined as current practice 
within each asset category.  The condition and annual investment were then determined.  

Scenario 2: Current Capital Reinvestment Rate - this scenario utilizes the current capital reinvestment within each 
asset category. The current annual investment was held, and the condition was determined.  

Scenario 3: Target Condition Fair - this scenario utilizes a target average condition of 40% of the infrastructure within 
each asset category.  The condition value was held, and the annual investment was then determined. 

The table below outlines the results for each scenario for the Stormwater Network. 

Scenarios Replacement Cost Average Condition Annual Capital 
Reinvestment 

Scenario 1 – Lifecycle $24,383,724 Good (79%) $550,699 
Scenario 2 - Current Capital Investment Rate $24,383,724 Very Poor (18%) $78,488 
Scenario 3 - Maintain Condition 40% $24,383,724 Fair (52%) $366,182 

10-Year Capital Forecast 
Below is the projected ten-year capital forecast needed to maintain buildings lifecycle activities. 

Segments 2025 2026 2027 2028 2029 2030 2031 2032 2033 2034 
Animal Control $0 $0 $0 $0 $0 $34k $0 $0 $0 $0 
General Government $0 $0 $0 $0 $0 $0 $0 $0 $0 $0 
Health Services $0 $0 $0 $0 $0 $0 $0 $0 $0 $0 
Recreation & Cultural Services $0 $0 $0 $401k $0 $49k $346k $0 $0 $0 
Buildings Total $0 $0 $0 $401k $0 $83k $346k $0 $0 $0 

Recommendations 
1. Moving forward with the scenario 1 of maintaining lifecycle activities for the buildings. 
2. A field assessment of the buildings will help to better reflect the current conditions of the system. 
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Appendix D: Fleet 
The fleet allows staff to efficiently deliver municipal services and personnel. The 
Municipal fleet is used to support several service areas, including: 
• Snowplows for winter control activities 
• fire rescue Fleet to provide emergency services 
• pick-up trucks to support the maintenance of the transportation network and 

address service requests for Environmental Services and Parks & Recreation 

Asset Inventory & Costs 
The table below includes the quantity, total replacement cost and annual capital 
requirements of each asset segment in the Township’s Fleet.  

Asset Segment Quantity Replacement Cost 
Fire 4 $1,056,946 
General Government 16 $1,063,172 
Recreation & Cultural Services 18 $489,822 
Waste Management 1 $817,777 

  $3,427,717 
Each asset’s replacement cost should be reviewed periodically to determine whether 
adjustments are needed to more accurate represent realistic capital requirements. 

Asset Condition & Age 
The average condition (%) is a weighted value based on replacement cost. The 
graph below visually illustrates the average condition for each asset segment on a 
very good to very poor scale. 
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To ensure that the Township’s Fleet continue to provide an acceptable level of 
service, the Township should monitor the average condition of all assets. If the 
average condition declines, staff should re-evaluate their lifecycle management 
strategy to determine what combination of maintenance, rehabilitation and 
replacement activities is required to increase the overall condition of the Fleet. 

Each asset’s estimated useful life should also be reviewed periodically to determine 
whether adjustments need to be made to better align with the observed length of 
service life for each asset type. 

Current Approach to Condition Assessment 
Accurate and reliable condition data allows staff to more confidently determine the 
remaining service life of assets and identify the most cost-effective approach to 
managing assets. There are no formal condition assessment programs in place for 
the fleet assets. 

The following rating criteria is used to determine the current condition of fleet 
assets and forecast future capital requirements: 
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Condition Rating 

Very Good 80-100 

Good 60-80 

Fair  40-60 

Poor 20-40 

Very Poor 0-20 

Asset Management Strategies 
The condition or performance of most assets will deteriorate over time. To ensure 
that municipal assets are performing as expected and meeting the needs of 
customers, it is important to establish a lifecycle management strategy to 
proactively manage asset deterioration. The following table outlines the Township’s 
current lifecycle management strategy. 

Activity Type Description of Current Strategy 

Maintenance Vehicles are maintained by an internal mechanic based on 
mileage. 

Rehabilitation/ 
Replacement Based on life expectancy, maintenance cost and condition. 

Risk & Criticality 
The following risk breakdown provides a visual representation of the relationship 
between the probability of failure and the consequence of failure for the assets 
within this asset category based on 2023 inventory data. 

 
This is a high-level model developed for the purposes of this AMP and Township 
staff should review and adjust the risk model to reflect an evolving understanding 
of both the probability and consequences of asset failure. 

The asset-specific attributes that municipal staff utilize to define and prioritize the 
criticality of the stormwater network are documented below: 

Probability of Failure (POF) Consequence of Failure (COF) 
Condition Replacement Cost (Financial) 

The identification of critical assets allows the Township to determine appropriate 
risk mitigation strategies and treatment options. Risk mitigation may include asset-
specific lifecycle strategies, condition assessment strategies, or simply the need to 
collect better asset data.
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Levels of Service 
The framework created by the Township for levels of service is a valuable tool for assessing and managing the 
performance of their assets and/or services provided by their assets. Proposed levels of service for the Township have 
been developed through engagement with Township staff. 

Current Levels of Service 
The following tables identify the Township’s current level of service for the stormwater network. These metrics include 
the technical and community level of service metrics that are required as part of O. Reg. 588/17 as well as any 
additional performance measures that the Township has selected. 

Community LOS Service 
Attribute Technical LOS 

Description of the 
services provided by 
municipal vehicles 

Snowplows for winter control activities, fire 
rescue fleet to provide emergency services. 
Pick-up trucks to support the maintenance 
of the transportation network and address 
service requests for Environmental Services 
and Parks & Recreation 

Scope 
Replacement Cost $3,427,717 

Quantity 39 

Description of the 
condition of fleet 

Condition Description 

Quality / 
Reliability Average Condition Good 

(65%) 

• Very Good - Fit for the future 
• Good - Adequate for now 
• Fair - Requires attention 
• Poor - Increased potential of affecting 
service 
• Very Poor - Unfit for sustained service 

General 
Services will be provided to ensure 
sustainability with an emphasis on 
affordability 

Performance 

% Risk that is High 
and Very High 18% 

Average Asset Risk Low (7.46) 
Annual Investment $141,630 
Capital re-
investment rate 4.13% 
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Proposed Levels of Service 
The scenarios that were used to analyse Ear Falls inventory were run for 100-years to ensure all the lifecycles were 
included at least once.  They are also all based on the data available in the asset management system which outlines 
estimated useful life and condition as well as replacement costs which all the results are based on.  

Scenario 1: Current Lifecycle Activities - this scenario utilizes the current lifecycle activities outlined as current practice 
within each asset category.  The condition and annual investment were then determined.  

Scenario 2: Current Capital Reinvestment Rate - this scenario utilizes the current capital reinvestment within each 
asset category. The current annual investment was held, and the condition was determined.  

Scenario 3: Target Condition Fair - this scenario utilizes a target average condition of 40% of the infrastructure within 
each asset category.  The condition value was held, and the annual investment was then determined. 

The table below outlines the results for each scenario for the municipal fleet. 

Scenarios Replacement Cost Average Condition Annual Capital 
Reinvestment 

Scenario 1 – Lifecycle $3,427,717 Good (76%) $184,670 
Scenario 2 - Current Capital Investment Rate $3,427,717 Fair (54%) $141,630 
Scenario 3 - Maintain Condition 40% $3,427,717 Fair (46%) $100,278 

10-Year Capital Forecast 
Below is the projected ten-year capital forecast needed to maintain fleet lifecycle activities. 

Segments 2025 2026 2027 2028 2029 2030 2031 2032 2033 2034 
Fire $55k $0  $0  $0  $0  $0  $0  $0  $0  $0  
General Government $0  $91k $0  $0  $0  $135k $0  $0  $0  $143k 
Recreation & Cultural Services $16k $0  $18k $0  $29k $0  $37k $0  $0  $0  
Total $71k $91k $18k $0  $29k $135k $37k $0  $0  $143k 

Recommendations 
Moving forward with the scenario 1 of maintaining lifecycle activities for the Township fleet. 
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Appendix E: Machinery & Equipment 
To maintain the high quality of public infrastructure and support the delivery of core 
services, Township staff own and employ various types of machinery and 
equipment. This includes: 
• General government equipment including computers and office equipment 
• Library and recreational equipment  
• Fire equipment to support the delivery of emergency services 
• Plows to provide winter control activities 
Keeping machinery and equipment in an adequate state of repair is important to 
maintain a high level of service. 

Asset Inventory & Costs 
The table below includes the quantity, total replacement cost and annual capital 
requirements of each asset segment in the Township’s machinery and equipment 
inventory.  

Asset Segment Quantity Replacement Cost 
Fire 12 $239,593 
General Government 247 $478,554 
Health Services 9 $149,438 
Recreation & Cultural Services 99 $615,355 

Total  $1,482,940 

Each asset’s replacement cost should be reviewed periodically to determine whether 
adjustments are needed to more accurate represent realistic capital requirements. 
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Asset Condition & Age 
The average condition (%) is a weighted value based on replacement cost. The 
graph below visually illustrates the average condition for each asset segment on a 
very good to very poor. 

To ensure that the Township’s machinery and equipment continues to provide an 
acceptable level of service, the Township should monitor the average condition of 
all assets. If the average condition declines, staff should re-evaluate their lifecycle 
management strategy to determine what combination of maintenance, 
rehabilitation and replacement activities is required to increase the overall condition 
of the machinery and equipment. The graph below displays the average weighted 
age in comparison to the weighted average estimated useful life for each asset 
segment.  

Each asset’s estimated useful life should also be reviewed periodically to determine 
whether adjustments need to be made to better align with the observed length of 
service life for each asset type. 

Current Approach to Condition Assessment 
Accurate and reliable condition data allows staff to more confidently determine the 
remaining service life of assets and identify the most cost-effective approach to 
managing assets. There are no formal condition assessment programs in place for 
the machinery and equipment. The following rating criteria is used to determine the 
current condition of machinery and equipment assets and forecast future capital 
requirements: 
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Condition Rating 

Very Good 80-100 

Good 60-80 

Fair  40-60 

Poor 20-40 

Very Poor 0-20 

Asset Management Strategies 
The condition or performance of most assets will deteriorate over time. To ensure 
that municipal assets are performing as expected and meeting the needs of 
customers, it is important to establish a lifecycle management strategy to 
proactively manage asset deterioration. The following table outlines the Township’s 
current lifecycle management strategy. 

Activity Type Description of Current Strategy 

Maintenance Equipment is maintained as needed; IT takes care of computer 
systems 

Rehabilitation/ 
Replacement Based on life expectancy and staff inspection when available 

Risk & Criticality 
The following risk breakdown provides a visual representation of the relationship 
between the probability of failure and the consequence of failure for the assets 
within this asset category based on 2023 inventory data. 

 
This is a high-level model developed for the purposes of this AMP and Township 
staff should review and adjust the risk model to reflect an evolving understanding 
of both the probability and consequences of asset failure. 

The asset-specific attributes that municipal staff utilize to define and prioritize the 
criticality of the stormwater network are documented below: 

Probability of Failure (POF) Consequence of Failure (COF) 
Condition Replacement Cost (Financial) 

The identification of critical assets allows the Township to determine appropriate 
risk mitigation strategies and treatment options. Risk mitigation may include asset-
specific lifecycle strategies, condition assessment strategies, or simply the need to 
collect better asset data.
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Levels of Service 
The framework created by the Township for levels of service is a valuable tool for assessing and managing the 
performance of their assets and/or services provided by their assets. Proposed levels of service for the Township 
have been developed through engagement with Township staff. 

Current Levels of Service 
The following tables identify the Township’s current level of service for the stormwater network. These metrics 
include the technical and community level of service metrics that are required as part of O. Reg. 588/17 as well as 
any additional performance measures that the Township has selected. 

Community LOS Service 
Attribute Technical LOS 

Description of the 
services provided by 
municipal vehicles 

General government equipment 
including computers and office 
equipment; Library and recreational 
equipment; Fire equipment to support 
the delivery of emergency services and 
plows to provide winter control 
activities 

Scope 
Replacement Cost $1,482,940 

Quantity 367 

Description of the 
condition of fleet 

Condition Description 

Quality / 
Reliability Average Condition Fair (59%) 

• Very Good - Fit for the future 
• Good - Adequate for now 
• Fair - Requires attention 
• Poor - Increased potential of affecting 
service 
• Very Poor - Unfit for sustained service 

General 
Services will be provided to ensure 
sustainability with a emphasis on 
affordability 

Performance 

% Risk that is High 
and Very High 7.40% 

Average Asset Risk Very Low (3.7) 
Annual Investment $110,520 
Capital re-investment 
rate 7.45% 
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Proposed Levels of Service 
The scenarios that were used to analyse Ear Falls inventory were run for 100-years to ensure all the lifecycles were 
included at least once.  They are also all based on the data available in the asset management system which outlines 
estimated useful life and condition as well as replacement costs which all the results are based on.  

Scenario 1: Current Lifecycle Activities - this scenario utilizes the current lifecycle activities outlined as current 
practice within each asset category.  The condition and annual investment were then determined.  

Scenario 2: Current Capital Reinvestment Rate - this scenario utilizes the current capital reinvestment within each 
asset category. The current annual investment was held, and the condition was determined.  

Scenario 3: Target Condition Fair - this scenario utilizes a target average condition of 40% of the infrastructure within 
each asset category.  The condition value was held, and the annual investment was then determined. 

The table below outlines the results for each scenario for the machinery & equipment assets. 

Scenarios Replacement Cost Average Condition Annual Capital 
Reinvestment 

Scenario 1 – Lifecycle $1,482,940 Good (75%) $206,026 
Scenario 2 - Current Capital Investment Rate $1,482,940 Fair (45%) $110,520 
Scenario 3 – Maintain Condition 40% $1,482,940 Fair (40%) $102,002 

10-Year Capital Forecast 
Below is the projected ten-year capital forecast needed to maintain the machinery & equipment at a condition greater 
than fair. 

Segments 2025 2026 2027 2028 2029 2030 2031 2032 2033 2034 
Fire $0 $7k $0 $0 $0 $0 $0 $0 $63k $0 
General Government $0 $0 $0 $83k $6k $38k $8k $39k $6k $12k 
Health Services $0 $0 $0 $0 $0 $12k $0 $0 $7k $14k 
Recreation & Cultural Services $13k $11k $11k $44k $25k $22k $12k $18k $39k $8k 
Total $13k $19k $11k $126k $32k $72k $20k $57k $115k $35k 

Recommendations 
1. Moving forward with the scenario 1 of maintaining lifecycle activities for the Township machinery and equipment. 
2. A review of the lifecycles and inventory. 
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Appendix F: Land Improvements 
The Township of Ear Falls owns a small number of assets that are considered land 
improvements. This category includes: 

• Parking lots for municipal facilities 
• Fencing and signage 
• Miscellaneous landscaping and other assets 

Asset Inventory & Costs 
The table below includes the quantity, total replacement cost and annual capital 
requirements of each asset segment in the Township’s land improvements 
inventory.  

Asset Segment Quantity Replacement Cost 
Cemetery 1 $22,922 
General Government 15 $846,101 
Health Services 288 $676,530 
Recreation & Cultural Services 5 $453,905 

Total  $1,999,458 
Each asset’s replacement cost should be reviewed periodically to determine whether 
adjustments are needed to more accurate represent realistic capital requirements. 

Asset Condition & Age 
The average condition (%) is a weighted value based on replacement cost. The 
graph below visually illustrates the average condition for each asset segment on a 
very good to very poor. 
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To ensure that the Township’s land improvements continue to provide an 
acceptable level of service, the Township should monitor the average condition of 
all assets. If the average condition declines, staff should re-evaluate their lifecycle 
management strategy to determine what combination of maintenance, 
rehabilitation and replacement activities is required to increase the overall condition 
of the land improvements. The graph below displays the average weighted age in 
comparison to the weighted average estimated useful life for each asset segment.  

Each asset’s estimated useful life should also be reviewed periodically to determine 
whether adjustments need to be made to better align with the observed length of 
service life for each asset type. 

Current Approach to Condition Assessment 
Accurate and reliable condition data allows staff to more confidently determine the 
remaining service life of assets and identify the most cost-effective approach to 
managing assets. There are no formal condition assessment programs in place for 
the land improvements. 

The following rating criteria is used to determine the current condition of land 
improvement assets and forecast future capital requirements: 
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Condition Rating 

Very Good 80-100 

Good 60-80 

Fair  40-60 

Poor 20-40 

Very Poor 0-20 

Asset Management Strategies 
The condition or performance of most assets will deteriorate over time. To ensure 
that municipal assets are performing as expected and meeting the needs of 
customers, it is important to establish a lifecycle management strategy to 
proactively manage asset deterioration. The following table outlines the Township’s 
current lifecycle management strategy. 

Activity Type Description of Current Strategy 

Maintenance Maintenance and repairs are as needed depending on the type 
of asset.   

Rehabilitation/ 
Replacement Based on life expectancy and staff inspection when available. 

Risk & Criticality 
The following risk breakdown provides a visual representation of the relationship 
between the probability of failure and the consequence of failure for the assets 
within this asset category based on 2023 inventory data. 

 
This is a high-level model developed for the purposes of this AMP and Township 
staff should review and adjust the risk model to reflect an evolving understanding 
of both the probability and consequences of asset failure. 

The asset-specific attributes that municipal staff utilize to define and prioritize the 
criticality of the stormwater network are documented below: 

Probability of Failure (POF) Consequence of Failure (COF) 

Condition Replacement Cost (Financial) 
The identification of critical assets allows the Township to determine appropriate 
risk mitigation strategies and treatment options. Risk mitigation may include asset-
specific lifecycle strategies, condition assessment strategies, or simply the need to 
collect better asset data.



Appendix F: Land Improvements 

59 | P a g e  

Levels of Service 
The framework created by the Township for levels of service is a valuable tool for assessing and managing the 
performance of their assets and/or services provided by their assets. Proposed levels of service for the Township have 
been developed through engagement with Township staff. 

Current Levels of Service 
The following tables identify the Township’s current level of service for the stormwater network. These metrics include 
the technical and community level of service metrics that are required as part of O. Reg. 588/17 as well as any 
additional performance measures that the Township has selected. 

Community LOS Service 
Attribute Technical LOS 

Description of the 
services provided by 
municipal vehicles 

Parking lots for municipal facilities, 
fencing and signage s well as 
landscaping and other assets 

Scope 
Replacement Cost $1,999,458 

Quantity 309 

Description of the 
condition of fleet 

Condition Description 

Quality / 
Reliability Average Condition Poor (33%) 

• Very Good - Fit for the future 
• Good - Adequate for now 
• Fair - Requires attention 
• Poor - Increased potential of 
affecting service 
• Very Poor - Unfit for sustained 
service 

General 
Services will be provided to ensure 
sustainability with a emphasis on 
affordability 

Performance 

% Risk that is 
High and Very 
High 

18% 

Average Asset 
Risk Very High (19.96) 

Annual 
Investment $7,041 

Capital re-
investment rate 0.35% 
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Proposed Levels of Service 
The scenarios that were used to analyse Ear Falls inventory were run for 100-years to ensure all the lifecycles were 
included at least once.  They are also all based on the data available in the asset management system which outlines 
estimated useful life and condition as well as replacement costs which all the results are based on.  

Scenario 1: Current Lifecycle Activities - this scenario utilizes the current lifecycle activities outlined as current practice 
within each asset category.  The condition and annual investment were then determined.  

Scenario 2: Current Capital Reinvestment Rate - this scenario utilizes the current capital reinvestment within each 
asset category. The current annual investment was held, and the condition was determined.  

Scenario 3: Target Condition Fair - this scenario utilizes a target average condition of 40% of the infrastructure within 
each asset category.  The condition value was held, and the annual investment was then determined. 

The table below outlines the results for each scenario for the land improvement assets. 

Scenarios Replacement Cost Average Condition Annual Capital 
Reinvestment 

Scenario 1 – Lifecycle $1,999,458 Good (77%) $108,616 
Scenario 2 - Current Capital Investment Rate $1,999,458 Very Poor (7%) $7,041 
Scenario 3 – Maintain Condition 40% $1,999,458 Fair (48%) $65,449 

10-Year Capital Forecast 
Below is the projected ten-year capital forecast needed to maintain the land improvement assets lifecycle activities. 

Segments 2025 2026 2027 2028 2029 2030 2031 2032 2033 2034 
General Government $0 $0 $17k $0 $6k $18k $314k $0 $16k $0 
Health Services $0 $0 $0 $0 $0 $24k $0 $13k $0 $0 
Recreation & Cultural Services $0 $0 $12k $0 $0 $0 $0 $0 $49k $0 
Cemetery $0 $0 $0 $0 $0 $0 $0 $0 $0 $0 
Fire $0 $0 $0 $0 $0 $0 $0 $0 $0 $0 
Waste Management $0 $0 $0 $0 $0 $0 $0 $0 $0 $0 
Total $0 $0 $29k $0 $6k $42k $314k $13k $65k $0 

Recommendations 
Moving forward with the scenario 1 of maintaining lifecycle activities for the land improvement assets.
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Appendix G: Water Network 
The water services provided by the Township include the following: 

• Water Treatment Plant 
• Water Distribution System 
• Lower pumping station 
• Water Tower 

Asset Inventory & Costs 
The table below includes the quantity, replacement cost method, and annual capital 
requirements of each asset segment in the Township’s water network inventory.  

Asset Segment Quantity  Replacement Cost 

Hydrants 93 $521,217 
Valves 187 $468,026 
Water Mains 20,563m $10,342,624 
Water Service Connections 478 $1,587,843 
Water Tower 2 $2,679,225 
Water Treatment 34 $12,260,761 

Total  $27,859,696 

Each asset’s replacement cost should be reviewed periodically to determine whether 
adjustments are needed to more accurate represent realistic capital requirements. 

Asset Condition & Age 
The average condition (%) is a weighted value based on replacement cost. The 
graph below visually illustrates the average condition for each asset segment on a 
very good to very poor scale. 
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To ensure that the Township’s water network continues to provide an acceptable 
level of service, the Township should monitor the average condition of all assets. If 
the average condition declines, staff should re-evaluate their lifecycle management 
strategy to determine what combination of maintenance, rehabilitation and 
replacement activities is required to increase the overall condition of the water 
network. The graph below displays the average weighted age in comparison to the 

weighted average estimated useful life for each asset segment.  

Each asset’s Estimated Useful Life should also be reviewed periodically to determine 
whether adjustments need to be made to better align with the observed length of 
service life for each asset type. 

Current Approach to Condition Assessment 
Accurate and reliable condition data allows staff to more confidently determine the 
remaining service life of assets and identify the most cost-effective approach to 
managing assets. The following describes the Township’s current approach: 

• A condition assessment was completed on the Water Treatment Plant in 2016 by 
an external contracted, but not the equipment and underground infrastructure 

• There are no formal condition assessment programs in place for the water mains 
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The following rating criteria is used to determine the current condition of water 
network assets and forecast future capital requirements: 

Condition Rating 

Very Good 80-100 

Good 60-80 

Fair  40-60 

Poor 20-40 

Very Poor 0-20 

Lifecycle Management Strategy 
The condition or performance of most assets will deteriorate over time. To ensure 
that municipal assets are performing as expected and meeting the needs of 
customers, it is important to establish a lifecycle management strategy to 
proactively manage asset deterioration. The following table outlines the Township’s 
current lifecycle management strategy. 

Activity Type Description of Current Strategy 

Maintenance 
Main flushing and valve turning is completed on the water 
network on an as-needed basis  
Hydrants flushing is completed on an annual basis  

Rehabilitation/ 
Replacement 

In the absence of mid-lifecycle rehabilitative events, most 
mains are simply maintained with the goal of full replacement 
once it reaches its end-of-life 
Replacement activities are identified based on an analysis of the 
main break rate as well as any issues identified during regular 
maintenance activities 

Risk & Criticality 
The following risk breakdown provides a visual representation of the relationship 
between the probability of failure and the consequence of failure for the assets 
within this asset category based on 2023 inventory data.  

 
This is a high-level model developed for the purposes of this AMP and Township 
staff should review and adjust the risk model to reflect an evolving understanding 
of both the probability and consequences of asset failure. 

The asset-specific attributes that municipal staff utilize to define and prioritize the 
criticality of the water network are documented below: 
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Probability of Failure (POF) Consequence of Failure (COF) 

Condition 
Replacement Cost (Financial) 
Pipe Diameter (Operational) 

The identification of critical assets allows the Township to determine appropriate 
risk mitigation strategies and treatment options. Risk mitigation may include asset-
specific lifecycle strategies, condition assessment strategies, or simply the need to 
collect better asset data. 

Levels of Service 
The framework created by the Township for levels of service is a valuable tool for 
assessing and managing the performance of their assets and/or services provided 
by their assets. Proposed levels of service for the Township have been developed 
through engagement with Township staff. 

Current Levels of Service 
The following tables identify the Township’s current level of service for water 
network. These metrics include the technical and community level of service 
metrics that are required as part of O. Reg. 588/17 as well as any additional 
performance measures that the Township has selected. 
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Community LOS Service 
Attribute Technical LOS 

Description, which may include 
maps, of the user groups or 
areas of the municipality that 
are connected to the municipal 
water system 

See Appendix B in the 
2024 AMP 

Scope 

Replacement Cost $27,859,696 

Quantity (Meters of main) 20,536 

Description, which may include 
maps, of the user groups or 
areas of the municipality that 
have fire flow 

See Appendix B in the 
2024 AMP 

% of properties connected to 
the municipal water system 63% 

% of properties where fire flow 
is available 63% 

Description of boil water 
advisories and service 
interruptions 

There have been no 
boil water advisories 
or main breaks 

Quality / 
Reliability 

Average Condition Good (79%) 
# of connection-days per year 
where a boil water advisory 
notice is in place compared to 
the total number of properties 
connected to the municipal 
water system 

0 

# of connection-days per year 
where water is not available to 
water main breaks compared 
to the total number of 
properties connected to the 
municipal water system 

0 

General 

Services will be 
provided to ensure 
sustainability with an 
emphasis on 
affordability 

Performance 

% Risk that is High and Very 
High 70.80% 

Average Asset Risk Very High 
(17.1) 

Annual Investment $261,053 
Capital re-investment rate 0.94% 

Proposed Levels of Service 
The scenarios that were used to analyse Ear Falls inventory were run for 100-years to ensure all the lifecycles were 
included at least once.  They are also all based on the data available in the asset management system which outlines 
estimated useful life and condition as well as replacement costs which all the results are based on.  
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Scenario 1: Current Lifecycle Activities - this scenario utilizes the current lifecycle activities outlined as current practice 
within each asset category.  The condition and annual investment were then determined.  

Scenario 2: Current Capital Reinvestment Rate - this scenario utilizes the current capital reinvestment within each 
asset category. The current annual investment was held, and the condition was determined.  

Scenario 3: Target Condition Fair - this scenario utilizes a target average condition of 40% of the infrastructure within 
each asset category.  The condition value was held, and the annual investment was then determined. 

The table below outlines the results for each scenario for the water network. 

Scenarios Replacement 
Cost Average Condition Annual Capital 

Reinvestment 
Scenario 1 – Lifecycle $27,859,696 Good (71%) $1,064,925 
Scenario 2 - Current Capital Investment Rate $27,859,696 Very Poor (19%) $261,053 
Scenario 3 – Maintain Condition 40% $27,859,696 Fair (42%) $630,130 

10-Year Capital Forecast 
Below is the projected ten-year capital forecast needed to maintain the water network lifecycle activities. 

Segments 2025 2026 2027 2028 2029 2030 2031 2032 2033 2034 
Hydrants $0 $0 $0 $0 $0 $0 $23k $0 $0 $0 
Valves $2k $0 $0 $0 $0 $0 $14k $0 $0 $0 
Water Mains $0 $0 $469k $1.6m $0 $0 $0 $450k $0 $2.2m 
Water Service Connections $0 $0 $0 $285k $0 $0 $0 $68k $0 $780k 
Water Tower $0 $0 $0 $0 $0 $0 $0 $43k $0 $0 
Water Treatment $74k $0 $0 $0 $139k $0 $35k $0 $45k $0 
Total $76k $0 $469k $1.9m $139k $0 $71k $561k $45k $3.0m 

Recommendations 
1. Moving forward with the scenario 1 of maintaining lifecycle activities for the Township’s water network. 
2. Componentizing the treatment plant and condition assessing the components will better reflect the system 

conditions and will help to even out the investment over time. 
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Appendix H: Wastewater Network 
The Wastewater Network provided by the Township includes the following: 

• Sewage Office Building 
• Sewage Blower and Inlet Works Building 
• Chlorine contact shed 
• Wastewater mains and service connections 

Asset Inventory & Costs 
The table below includes the quantity, replacement cost method and total 
replacement cost of each asset segment in the Township’s Wastewater network 
inventory.  

Asset Segment Quantity Replacement Cost 
Wastewater Mains 13712 $7,088,773 
Wastewater Manholes 160 $1,231,532 
Wastewater Service Connections 486 $1,530,223 
Wastewater Treatment 17 $15,781,817 

Total  $25,632,345 

Each asset’s replacement cost should be reviewed periodically to determine whether 

adjustments are needed to more accurate represent realistic capital requirements. 
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Asset Condition & Age 
The average condition (%) is a weighted value based on replacement cost. The 
graph below visually illustrates the average condition for each asset segment on a 
very good to very poor scale. 

To ensure that the Township’s Wastewater network continues to provide an 
acceptable level of service, the Township should monitor the average condition of 
all assets. If the average condition declines, staff should re-evaluate their lifecycle 
management strategy to determine what combination of maintenance, 
rehabilitation and replacement activities is required to increase the overall condition 
of the Wastewater network. The graph below displays the average weighted age in 
comparison to the weighted average estimated useful life for each asset segment.  

Each asset’s Estimated Useful Life should also be reviewed periodically to determine 
whether adjustments need to be made to better align with the observed length of 
service life for each asset type. 
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Current Approach to Condition Assessment 
Accurate and reliable condition data allows staff to more confidently determine the 
remaining service life of assets and identify the most cost-effective approach to 
managing assets. The following describes the Township’s current approach: 

• A condition assessment was completed on the Sanitary Facilities in 2016 by an 
external contracted, but not the equipment and underground infrastructure 

• There are no formal condition assessment programs in place for the sanitary 
mains 

the following rating criteria is used to determine the current condition of sewer 
network assets and forecast future capital requirements: 

Condition Rating 

Very Good 80-100 

Good 60-80 

Fair  40-60 

Poor 20-40 

Very Poor 0-20 

Lifecycle Management Strategy 
The condition or performance of most assets will deteriorate over time. To ensure 
that municipal assets are performing as expected and meeting the needs of 
customers, it is important to establish a lifecycle management strategy to 
proactively manage asset deterioration. The following table outlines the Township’s 
current lifecycle management strategy. 

Activity Type Description of Current Strategy 

Maintenance Main flushing is completed on the wastewater network on an as-
needed basis  

Rehabilitation 
Trenchless re-lining is completed on sections of the wastewater 
network, with a recent assessment completed in order to 
prioritize sewer lines for -relining.  

Replacement 

In the absence of mid-lifecycle rehabilitative events, most mains 
are simply maintained with the goal of full replacement once it 
reaches its end-of-life. 
Replacement activities are identified based on an analysis of the 
main break rate as well as any issues identified during regular 
maintenance activities. 
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Risk & Criticality 
The following risk matrix provides a visual representation of the relationship 
between the probability of failure and the consequence of failure for the assets 
within this asset category based on 2023 inventory data.  

 
This is a high-level model developed for the purposes of this AMP and Township 
staff should review and adjust the risk model to reflect an evolving understanding 
of both the probability and consequences of asset failure. The asset-specific 
attributes that municipal staff utilize to define and prioritize the criticality of the 
Wastewater network are documented below: 

Probability of Failure (POF) Consequence of Failure (COF) 

Condition 
Replacement Cost (Financial) 
Pipe Diameter (Operational) 

The identification of critical assets allows the Township to determine appropriate 
risk mitigation strategies and treatment options. Risk mitigation may include asset-
specific lifecycle strategies, condition assessment strategies, or simply the need to 
collect better asset data. 

Levels of Service 
The framework created by the Township for levels of service is a valuable tool for 
assessing and managing the performance of their assets and/or services provided 
by their assets. Proposed levels of service for the Township have been developed 
through engagement with Township staff. 

Current Levels of Service 
The following tables identify the Township’s current level of service for Wastewater 
network. These metrics include the technical and community level of service 
metrics that are required as part of O. Reg. 588/17 as well as any additional 
performance measures that the Township has selected. 
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Community LOS Service 
Attribute Technical LOS 

Description, which may 
include maps, of the user 
groups or areas of the 
municipality that are 
connected to the municipal 
wastewater system 

See Appendix B in the 2024 AMP Scope 

Replacement Cost $25,632,345 
Quantity (Meters of 
main) 13,712 

% of properties 
connected to the 
municipal wastewater 
system 

59% 

Description of how 
combined sewers in the 
municipal wastewater 
system are designed with 
overflow structures in place 
which allow overflow during 
storm events to prevent 
backups into homes 

N/A 

Quality / 
Reliability 

Average Condition Very Poor 
(12%) 

Description of the frequency 
and volume of overflows in 
combined sewers in the 
municipal wastewater 
system that occur in 
habitable areas or beaches 

N/A # of events per year 
where combined 
sewer flow in the 
municipal wastewater 
system exceeds 
system capacity 
compared to the total 
number of properties 
connected to the 
municipal wastewater 
system 

N/A Description of how 
stormwater can get into 
wastewater mains in the 
municipal wastewater 
system, causing sewage to 
overflow into streets or 
backup into homes 

Stormwater can enter wastewater 
sewers due to cracks in wastewater 
mains or through indirect 
connections (e.g. weeping tiles). In 
the case of heavy rainfall events, 
wastewater sewers may experience 
a volume of water and sewage that 
exceeds its designed capacity, this 
can cause water and/or sewage to 
overflow backup into homes. 

Description of how 
wastewater mains in the 
municipal wastewater 

The Township follows a series of 
design standards that integrate 
servicing requirements and land use 

# of connection-days 
per year having 
wastewater backups 

0 
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Community LOS Service 
Attribute Technical LOS 

system are designed to be 
resilient to stormwater 
infiltration 

considerations when constructing or 
replacing Wastewater sewers. These 
standards have been determined 
with consideration of the 
minimization of sewage overflows 
and backups. 

compared to the total 
number of properties 
connected to the 
municipal wastewater 
system 

Description of the effluent 
that is discharged from 
sewage treatment plants in 
the municipal wastewater 
system 

Effluent refers to water pollution that 
is discharged from a wastewater 
treatment plant, and may include 
suspended solids, total phosphorous 
and biological oxygen demand. The 
Environmental Compliance Approval 
(ECA) identifies the effluent criteria 
for municipal wastewater treatment 
plants. 

# of effluent 
violations per year 
due to wastewater 
discharge compared 
to the total number of 
properties connected 
to the municipal 
wastewater system 

0 

General 
Services will be provided to ensure 
sustainability with an emphasis on 
affordability 

Performance 

% Risk that is High 
and Very High 67.80% 

Average Asset Risk Very High 
(17.3) 

Annual Investment $242,857 
Capital re-investment 
rate 0.95% 

 

Proposed Levels of Service 
The scenarios that were used to analyse Ear Falls inventory were run for 100-years to ensure all the lifecycles were 
included at least once.  They are also all based on the data available in the asset management system which 
outlines estimated useful life and condition as well as replacement costs which all the results are based on.  

Scenario 1: Current Lifecycle Activities - this scenario utilizes the current lifecycle activities outlined as current 
practice within each asset category.  The condition and annual investment were then determined.  

Scenario 2: Current Capital Reinvestment Rate - this scenario utilizes the current capital reinvestment within each 
asset category. The current annual investment was held, and the condition was determined.  
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Scenario 3: Target Condition Fair - this scenario utilizes a target average condition of 40% of the infrastructure 
within each asset category.  The condition value was held, and the annual investment was then determined. 

The table below outlines the results for each scenario for the wastewater network assets. 

Scenarios Replacement 
Cost 

Average 
Condition 

Annual Capital 
Reinvestment 

Scenario 1 – Lifecycle $25,632,345 Good (74%) $1,300,306 
Scenario 2 - Current Capital Investment Rate $25,632,345 Poor (23%) $242,857 
Scenario 3 – Maintain Condition 40% $25,632,345 Fair (57%) $1,161,887 

10-Year Capital Forecast 
Below is the projected ten-year capital forecast needed to maintain the wastewater network lifecycle activities. 

Segments 2025 2026 2027 2028 2029 2030 2031 2032 2033 2034 
Wastewater Mains $0 $0 $30k $2.2m $0 $0 $0 $0 $0 $2.1m 
Wastewater Manholes $0 $0 $23k $330k $0 $0 $0 $0 $0 $392k 
Wastewater Service Connections $0 $0 $0 $292k $0 $0 $0 $83k $0 $747k 
Wastewater Treatment $0 $0 $0 $12k $0 $138k $0 $15k $0 $0 
Total $0 $0 $53k $2.9m $0 $138k $0 $98k $0 $3.2m 

Recommendations 
1. Moving forward with the scenario 1 of maintaining lifecycle activities for the Township’s wastewater network. 
2. A field assessment of the wastewater mains and manholes will help to better reflect the current conditions of the 

system. 
3. Componentizing the treatment plant and condition assessing the components will better reflect the system 

conditions and will help to even out the investment over time. 
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Appendix I: Level of Service Maps 
Road Network Map  
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Stormwater Network Map  
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Water Network Map – Part 1  
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Water Network Map – Part 2 
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Wastewater Network  
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Appendix J: Condition Assessment 
Guidelines 
The foundation of good asset management practice is accurate and reliable data on 
the current condition of infrastructure. Assessing the condition of an asset at a 
single point in time allows staff to have a better understanding of the probability of 
asset failure due to deteriorating condition.  

Condition data is vital to the development of data-driven asset management 
strategies. Without accurate and reliable asset data, there may be little confidence 
in asset management decision-making which can lead to premature asset failure, 
service disruption and suboptimal investment strategies. To prevent these 
outcomes, the Township’s condition assessment strategy should outline several key 
considerations, including: 

• The role of asset condition data in decision-making 
• Guidelines for the collection of asset condition data 
• A schedule for how regularly asset condition data should be collected 

Role of Asset Condition Data 
The goal of collecting asset condition data is to ensure that data is available to 
inform maintenance and renewal programs required to meet the desired level of 
service. Accurate and reliable condition data allows municipal staff to determine the 
remaining service life of assets, and identify the most cost-effective approach to 
deterioration, whether it involves extending the life of the asset through remedial 
efforts or determining that replacement is required to avoid asset failure. 

In addition to the optimization of lifecycle management strategies, asset condition 
data also impacts the Township’s risk management and financial strategies. 
Assessed condition is a key variable in the determination of an asset’s probability of 
failure. With a strong understanding of the probability of failure across the entire 
asset portfolio, the Township can develop strategies to mitigate both the probability 
and consequences of asset failure and service disruption. Furthermore, with 
condition-based determinations of future capital expenditures, the Township can 
develop long-term financial strategies with higher accuracy and reliability.  

Guidelines for Condition Assessment 
Whether completed by external consultants or internal staff, condition assessments 
should be completed in a structured and repeatable fashion, according to consistent 
and objective assessment criteria. Without proper guidelines for the completion of 
condition assessments there can be little confidence in the validity of condition data 
and asset management strategies based on this data. 

Condition assessments must include a quantitative or qualitative assessment of the 
current condition of the asset, collected according to specified condition rating 
criteria, in a format that can be used for asset management decision-making. As a 
result, it is important that staff adequately define the condition rating criteria that 
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should be used and the assets that require a discrete condition rating. When 
engaging with external consultants to complete condition assessments, it is critical 
that these details are communicated as part of the contractual terms of the project. 

There are many options available to the Township to complete condition 
assessments. In some cases, external consultants may need to be engaged to 
complete detailed technical assessments of infrastructure. In other cases, internal 
staff may have sufficient expertise or training to complete condition assessments. 

Developing a Condition Assessment Schedule 
Condition assessments and general data collection can be both time-consuming and 
resource-intensive. It is not necessarily an effective strategy to collect assessed 
condition data across the entire asset inventory. Instead, the Township should 
prioritize the collection of assessed condition data based on the anticipated value of 
this data in decision-making. The International Infrastructure Management Manual 
(IIMM) identifies four key criteria to consider when making this determination: 

1. Relevance: every data item must have a direct influence on the output that 
is required 

2. Appropriateness: the volume of data and the frequency of updating should 
align with the stage in the assets life and the service being provided 

3. Reliability: the data should be sufficiently accurate, have sufficient spatial 
coverage and be appropriately complete and current 

4. Affordability: the data should be affordable to collect and maintain 
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